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Abstract
Preparative chromatographic techniques are widely employed today in phar-
maceutical and biochemical industries. Optimal isolation of a target compo-
nent with high purity is of significant importance in a sector with continu-
ously increasing quality standards. The components of interest are often part
of complex mixtures. Over the years, preparative batch chromatography has
been successfully used to isolate target components from multi-component
mixtures. It has been demonstrated frequently that by exploiting certain
additional operational aspects, the separation performance of classical meth-
ods could be further enhanced. In this thesis, novel operating modes derived
from classical schemes are evaluated focusing on the optimal separation of
specific target components from multi-component mixtures.
Initially, a general framework has been provided for finding the critical
fractionation or cut-times required to evaluate performance. New strategies
were developed to find the cut-times based on a discrete and a continuous
approach. The efficiency of these methods was compared with that of a
widely implemented algorithm based on the evaluation of local purities. The
robustness of the methods was analyzed using two theoretical case studies.
In the next part, the separation potential of a new scheme involving an
initial solvent gradient and closed-loop recycling has been evaluated. Using
specific objective functions, the separation performance of this new concept
was compared with those of conventional operational modes. The new scheme
showed an enhanced separation performance when the selectivities of the
target component with respect to the neighboring components decreased with
increase in elution strength.
In the final part, a concept of coupling chromatographic segments with
different stationary phases has been extended to preparative applications
using a theoretical study. The relative lengths and order of the segments
were found to have a significant influence on the performance of separating
an intermediately eluting component. Extending this concept to a mixed
mode configuration resulted in an improved separation performance. The
trends seen in the theoretical study were demonstrated experimentally using
a test system. Adsorption isotherm data was measured and later used to
quantify the sensitivity of optimal relative segment lengths on isotherm non-
linearities. Rather than the factors inducing non-linearities themselves, their
differences were found to have a larger influence on optimal separation.

Zusammenfassung
Die prp¨arative Chromatographie ist heutzutage eine weit verbreitete Technik
in der pharmazeutischen und biochemischen Industrie. Eine optimale Isola-
tion von Zielkomponenten mit hoher Reinheit ist aufgrund stetig steigender
Qualita¨tsstandards von großer Bedeutung. Erschwerend ist die Tatsache,
dass das gewu¨nschte Produkt meist in einem komplexen Gemisch vorliegt.
Bislang konnte die pra¨parative Batch-Chromatographie erfolgreich zur Isolie-
rung von Zielsubstanzen aus Gemischen mehrerer Stoffe eingesetzt werden.
Es wurde jedoch ha¨ufig gezeigt, dass neben der A¨nderung u¨blicher Parameter
eine Verbesserung der Trennleistung klassischer Methoden zusa¨tzlich durch
Variation weiterer Prozessparameter erreicht werden kann. In dieser Arbeit
werden auf der Grundlage klassischer chromatographischer Prozessfu¨hrungen
neuartige Konzepte untersucht. Hierzu steht die optimale Abtrennung einer
bestimmten Zielsubstanz aus einemMehrkomponentensystem imMittelpunkt.
Zuna¨chst wurde ein verallgemeinerter theoretischer Ansatz formuliert auf
dessen Grundlage neue Strategien zur Ermittlung kritischer Fraktionierungsz-
eiten entwickelt wurden. Diese sind notwendig zur Bestimmung der Leis-
tungsindizes. Die Effizienz der untersuchten Methoden wurde durch einen
Vergleich mit den Ergebnissen eines weit verbreiteten, auf der Auswertung
lokaler Reinheiten basierenden Algorithmus bewertet. Anhand zweier theo-
retischer Fallbeispiele wurde die Robustheit der neuen Methoden analysiert.
Im zweiten Teil dieser Arbeit wurde das Trennpotenzial einer neuen
Verfahrensvariante untersucht, die Gradientenchromatographie mit ,,Closed-
Loop Recycling” kombiniert. Die Trennleistung des neuen Konzeptes wurden
unter Verwendung spezifischer Zielfunktionen mit der der konventionellen
Betriebsweise verglichen. Die neuartige Betriebsweise zeigte eine verbesserte
Trennleistung fu¨r den Fall einer Abnahme der Selektivita¨ten der Zielkompo-
nente zu den benachbarten Substanzen bei zunehmender Elutionssta¨rke.
Der letzte Teil befasst sich zuna¨chst mit einer theoretischen Studie, um
das Konzept gekoppelter Segmente mit unterschiedlichen stationa¨ren Phasen
auch fu¨r den pra¨parativen Maßstab nutzbar zu machen. Es konnte gezeigt
werden, dass die relative La¨nge sowie die Reihenfolge der einzelnen Seg-
mente einen großen Einfluss auf die Trennleistung eines intermedia¨r eluieren-
den Stoffes haben. Eine Erweiterung dieses Konzeptes stellt das homogene
Vermischen verschiedener stationa¨rer Phasen dar, wodurch die Trennleis-
tung weiter erho¨ht werden konnte. Die in der theoretischen Betrachtung
auftretenden Tendenzen wurden durch Untersuchungen mit einem Testsys-
tem experimentell besta¨tigt. Adsorptionsisothermen wurden gemessen und
anschließend fu¨r die Quantifizierung der Sensitivita¨t der optimalen relativen
Segementla¨ngen hinsichtlich der Nichtlinearita¨t der Isotherme verwendet.
Dabei konnte u.a. gezeigt werden, dass nicht die Faktoren, die fu¨r die Nicht-
linearita¨t verantwortlich sind, sondern deren Differenzen einen Einfluss auf
die optimale Trennleistung haben.
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Notations
a1i Adsorption isotherm parameter in equation (3.28) [ / % Cmod]
a2i Adsorption isotherm parameter in equation (3.28)
Acol Cross sectional area of the column [cm
2]
acou Courant number
ai Henry coefficient of component i
b1i Adsorption isotherm parameter in equation (3.29) [l/g %
Cmod]
b2i Adsorption isotherm parameter in equation (3.29)
bi Langmuir adsorption isotherm parameter of component i [l/g]
Cinj,i Injected concentration of i [g/l]
Ci Concentration of the i
th component in the mobile phase [g/l]
Cmod,end Modifier volume fraction at gradient end [%]
Cmod,start Modifier volume fraction at gradient start [%]
Cmod Modifier volume fraction in an isocratic case [%]
Cthr Threshold concentration for fractionation [mg/ml]
Dapp,i Axial dispersion of component i [cm
2/min]
dc Inner diameter of the column [cm]
F Phase ratio
G Gradient slope, see equation (5.7) [%modifier /min]
HETP Height equivalent theoretical plate [cm]
hi Height of the peak i in Lorentzian function, equation (4.8)
k Number of exchange steps in Craig model
L Total length of the chromatographic column [cm]
Lf,i Loading factor of component i [%]
xv
Lf,tot Total loading factor [%]
lj Length of segment j, j ∈ A,B, chapter 6 [cm]
mi Amount of i collected [mg]
N Number of theoretical plates or stages
Nc Number of components
Nt Number of time steps
Ncyc Number of cycles
Pri Production rate of i [mg/cm
2min]
Pukloc,i Local purity of component i at time step k
Pui Purity of component i
Pulim Purity limit constraint e.g equation (4.2)
qi Concentration of the i
th component in the stationary phase [g/l]
qsat Saturation capacity of the stationary phase [g/l]
rf Regeneration factor, see equation (5.11) [-]
S Total detector response [mAU]
t Time [min]
t0 Dead time of the column [min]
t1 Cut-time start [min]
t2 Cut-time end [min]
tcut1,r First fractionation point of the r
th cycle [min]
tcut2,r Second fractionation point of the r
th cycle [min]
tcyc Cycle time [min]
tdead Dead time of the plant [min]
tg,end Gradient end time [min]
tg,start Gradient start time [min]
tinj,end,j Injection end time for segment j, chapter 6 [min]
tinj,end,r Injection end time for the r
th cycle, chapter 5 [min]
tinj,start,j Injection start time for segment j, chapter 6 [min]
tinj,start,r Injection start time for the r
th cycle, chapter 5 [min]
tinj Injection time (of a pulse) [min]
tr,i Retention time of component i [min]
trec Residence time in the recycle loop [min]
treg Regeneration time [min]
u Interstitial mobile phase velocity [cm/min]
uc Velocity of a component associated with a given concentration
[cm/min]
V˙f Volumetric mobile phase flow rate [ml/min]
vcol Column volume [ml]
vinj Volume injected [ml]
vm Interstitial volume [ml]
vpore Pore volume in a particle [ml]
vst Volume of porous stationary phase [ml]
vs Volume of solid [ml]
w1/2,i Width of the peak at half height [min]
X Vector of design variables
xk Binary variable (xk ∈ {0, 1}), see section 4.1.1.2
xj Relative length of segment j, j ∈ {A,B}, see section 6.2.2
Yi Recovery yield of i
yj Mix ratio of segment j, j ∈ {A,B}, see section 6.4
z Space co-ordinate [cm]
Greek symbols
αi,j Separation factor between components i and j
∆t Time step length [min]
∆z Space step length [min]
 Total porosity of the column
int Interstitial porosity of the column
λ¯i Chromatogram non-linearity parameter of component i
λ Wave length
σi Peak breadth parameter for i, equation (4.8) [min]
Superscripts
k Time index
k1 Time index corresponding to t1










B-G Batch gradient elution
B-ISO Batch isocratic elution
C6 Cyclohexanone
C7 Cycloheptanone
CLR-G Closed-loop recycling with an initial gradient
CLR-ISO Isocratic close-loop recycling
ContOpt Continuous optimization scheme for finding cut-times
EPS Enhanced polar stationary phase
HETP Height equivalent theoretical plate
HILIC Hydrophilic interaction liquid chromatography
IEX Ion exchange chromatography
LocPur Cut-times finding algorithm based on the evaluation
of local purities
MeOH Methanol










Chromatography in its current form originates from the separation experi-
ments conducted by the Russian botanist M. Tswett in the early 1900s. He
used a glass tube filled with calcium carbonate and organic solvents flowing
through it to separate chlorophylls and carotenoids [1]. Since then, chro-
matography has evolved into an indispensable segment of separation sciences.
In the course of the last century, the evolution of the technique saw emer-
gence of many outstanding analytical methods based on the same principle,
including gas chromatography and capillary electrophoresis. The most rele-
vant advance with regard to this study has been the development of so called
reversed phase (RP) and its implementation in the form of high performance
liquid chromatography (HPLC) in the 1970s. Advancement to RP lead to
the use of aqueous mobile phases. In addition, use of small and uniform RP
particles led to considerable reductions in the analysis time besides providing
good reproduceability [2].
The focus of this study is to isolate an intermediately eluting target
component from a complex multi-component mixture using non-continuous
preparative chromatographic methods. In reality, many such problems can
be envisaged as a ternary separation with the middle component forming
the target. Hence, most of the separation problems considered in this study
involve only three components. The fundamentals of different preparative
chromatographic operation modes commonly used are explained in this chap-
ter, followed by the scope of the thesis in chapter 2. More details about
column modeling, adsorption isotherms, objective functions, formulation of
optimization problems and their solutions are discussed in the theoretical
chapter 3. An important aspect when calculating performance parameters in
preparative chromatography is the identification of cut-times for the target
component. A generalized approach to find optimal target cut-times from
a multi component chromatogram is illustrated in chapter 4 along with a
comparison of different approaches. The robustness and universal applica-
bilities of the methods are discussed. This is followed in chapter 5 by results
from a new approach of combining closed-loop recycling with solvent gradient
for the preparative ternary separation. In chapter 6, the potential of using
multiple stationary phases in order to solve a separation problem is analyzed
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theoretically. The final chapter discusses the experimental validation of using
multiple stationary phases in the serially coupled configuration.
1.1 Background
The goal of isolating a target component from a multi-component mixture
in larger (preparative) amounts can be achieved using a multitude of chro-
matographic methods. The choice usually depends on the complexity of the
separation problem and the economic viability of the mode of operation un-
der consideration. This chapter explains the fundamental chromatographic
methods which form the basis of the more complex schemes used in the chap-
ters to follow. The first section explains the fundamental concept behind a
chromatographic separation in a classical batch operation mode. This is fol-
lowed by the introduction of more advanced mode of implementing periodic
operation to the system in the form of recycling chromatography. The con-
cept of varying the solvent properties and the stationary phases to improve
the separation performance are introduced in the last section.
1.2 Principle of chromatography
In the most basic setup, a typical chromatographic separation unit consist of
a solid matrix which remains fixed or stationary. A solvent or mobile phase
is continuously passed through this stationary phase at a constant velocity
[3]. In liquid chromatography (LC), the mobile phase typically consists of a
mixture of different solvents with varying polarities. Additionally, depend-
ing on the complexity of the separation problem and the objective, small
quantities of other (separation) performance enhancing substances may be
present in the mobile phase [4, 3]. On the other hand, in most of the LC
applications, the stationary phase consists of spherical particles (size 2-50
µm depending on the application area [5]) packed into stainless steel tubes
(called columns) of varying lengths and diameters. In the usual form of op-
eration, the mixture of substances to be separated is dissolved in the mobile
phase and are injected into the mobile phase stream over a fixed period of
time at the column inlet. This sort of operation is called pulse injection.
The core separation principle behind any chromatographic separation is
the differences in the degree of interaction between the components and the
stationary phase in the presense of the corresponding mobile phase. As com-
ponents move in the column with the mobile phase, due to the interaction
differences, differences in their migration velocities arise. This in fact re-
sults in the separation of individual component bands or peaks. This basic
operation mode with two components is illustrated in Figure 1.1
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Figure 1.1: Principle of chromatography
As the components migrate through the column, those with strong inter-
actions stay behind, whereas the others with lower interactions move faster.
If this differences in speed is sufficient enough, the individual components
can be collected at the outlet of the column at different time intervals. This
mode of operation is known by the name batch elution or simply elution
chromatography and the resulting concentration vs time data is known as
the chromatogram or elution profile. It is also worth noting that in the pro-
cess of elution, the components disperse in the column, resulting in lower
concentration at the column outlet [6]. The degree of dispersion depends on
a number of factors and its characterization, and estimation are discussed in
the chapters to follow.
Based on the separation problem considered and the type of ”interac-
tions” involved, LC can be classified into many sub categories. A good review
on the classification can be found in [3]. In the framework of this study, the
focus will be on the widely applied category of adsorption chromatography
employing the reversed phase (RP). RP chromatography employs a station-
ary phase usually made of silica particles with hydrophobic ligands grafted
to the residual silanol group. With the stationary phase being non-polar,
such a modification facilitates the use of an aqueous or polar mobile phase
[7]. Irrespective of the type, the interaction between solute and the station-
ary phase in the given mobile phase environment can be characterized by
adsorption isotherms. They quantify the relationship between the amount
of components distributed between mobile and stationary phases. Moreover,
adsorption isotherms of the components in a given stationary - mobile phase
system form the primary knowledge base required to predict the migration
and separation of the components. They are discussed in detail in chapter 4.
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1.3 Recycling chromatography
Using conventional batch chromatography, the achievable separations are
often insufficient. One trivial option to improve the separation is to increase
the column length. This however also increases the amount of stationary
phase needed and the pressure drop. For a given chromatographic set-up,
there exists a finite maximum allowable pressure drop. A change in column
dimension or flowrates has to respect this constraint.
An often practiced workaround for the problem of insufficient separation
involves repeated recycling of certain fractions containing the target compo-
nent until the required separation is reached. This mode of operation is called
closed-loop recycling chromatography [8, 9]. Fig. 1.2 shows a schematic il-
lustration of the concept implemented commonly today [10].
(a) Elution mode
(b) Recycle mode
Figure 1.2: The principle of closed-loop isocratic recycling; (a) Elution mode
: Valves V1 and V2 in open loop configuration to facilitate one pass elution
(b) Recycle mode : V1 and V2 switched to realize closed-loop formation
The closed-loop recycling principle was successfully implemented based on
isocratic conditions for example by Bombaugh and Levangie [8] and Biesen-
berger et al. [11]. Duvdevani et al. [12] suggested the principle of ”alternate
pumping and recycling” to avoid the periodic destruction of achieved separa-
tion by repeatedly transporting the recycle fraction through the pump. The
key advantage of closed-loop recycling relies on the fact, that the available
number of theoretical plates can be increased, i.e. additional separation could
be achieved without increasing the actual length of the chromatographic col-
umn [9, 13, 14, 15]. Bailly and Tondeur [16, 17] and Crary et al. [18] sim-
ulated recycling chromatography using the ideal model of chromatography
considering also injections of fresh feed in every cycle. This operation in-
4
volving periodic fresh feed injection evolved as the steady state recycling
(SSR) chromatography [19]. Over the years, SSR chromatography has been
implemented mainly for binary separations in a multitude of ways based on
how the fresh feed is injected into the system [20, 21, 22, 23]. Recently, this
concept was analyzed for a ternary separation involving nucleosides by Lee
and Wankat [24].
Another significant advantage of recycling chromatography is that no
fresh solvent is required during the recycling periods, offering the potential
to reduce the overall solvent consumption [25]. Later in this study, the per-
formance of closed-loop recycling operation in separating a ternary mixture
is compared with other operation modes including the batch and gradient
elution modes (see chapter 5).
1.4 Gradients in chromatography
The chromatographic separations discussed until now were explained consid-
ering a mobile phase with unchanged characteristics or properties. Such un
operation under a constant ’elution strength’ is called an isocratic operation.
During such an operation, for a given system, components injected in small
amounts migrate in the column with a constant speed. This characteristic
however can be manipulated in our favor by changing a multitude of factors
such as temperature, pH, mobile phase composition etc. The most promi-
nent parameters among them when using RP chromatography is the solvent
composition. The organic modifier content in the mobile phase stream can be
varied with time to improve the separation performance. This kind of an op-
eration is designated as solvent gradient. Another more recent and lucrative
option is to use multiple stationary phases to achieve similar objectives.
1.4.1 Solvent gradients
Frequently encountered problems in chromatographic processes are high re-
tention factors of some of the components and thus long overall retention
times. In this context, solvent gradients can be effectively used, which lower
the retention times gradually by a monotonic increase of the elution strength
[26, 27]. This change of elution strength can be implemented by mixing two
or more solvents with different polarities. The most frequently used type
of solvent gradient is a binary gradient (mixing two solvents) because of its
simplicity. However it is also possible to construct ternary, quarternary or
relay gradients (several subsequent steps with many mobile phase changes)
[28].
The basic principles of solvent gradient chromatography were in place
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even before the advent of reverse phase chromatography [29, 30]. Over the
years, several research groups have been studying the potential of changing
solvent strength during the chromatographic process. Specifying a gradient
time interval and solvent composition bounds, changes in elution strength can
be carried out in many different ways. Most of the investigations evaluated
linear or step gradients, e.g. [31, 32, 33]. Jandera [34] optimized general
shapes of gradients using flexible functions. Shan and Seidel-Morgenstern [35]
compared linear, non-linearp and step gradients for the preparative isolation
of the middle component from a ternary mixture. In the initial part, a weak
mobile phase (low elution strength) is used to provide sufficient retention time
for weakly retaining components. The later period includes an increase of
elution strength to reduce the retention time towards the end of the gradient
run.
Fig. 1.3 illustrates a typical scenario where a linear solvent gradient is
used to accelerate elution. The required change in the elution strength of
the mobile phase is typically achieved by varying the volume fraction of a
modifier from a certain lower starting value (Cmod,start) at tg,start to a higher
value (Cmod,end) at the gradient end time (tg,end). After the elution of the
































Figure 1.3: Simulated column outlet concentration profiles for isocratic elu-
tion of a ternary mixture (dashed lines) compared to elution with a linear
solvent gradient (solid lines), the modifier concentration changes between
tg,start and tg,end from Cmod,start to Cmod,end.
By varying the solvent strength, the slowly migrating components can
be speeded up. In analytical chromatography, this often helps to increase
the peak capacity (number of components which can be separated in a sin-
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gle run) and resolution (quantitative measure for the distance between two
adjacent peaks) [36, 28]. On the other hand, faster elution makes way for
more frequent sample injections and thereby better productivity in prepar-
ative chromatography. In addition to shorter cycle times, gradient elution
also allows for higher product concentrations compared to isocratic elution.
These improvements in performance however come at the cost of an addi-
tional regeneration time, required to return the columns to their initial state
before the next sample can be injected.
1.4.2 Chromatography using multiple stationary phases
Unlike changing the strength of the mobile phase in solvent gradient chro-
matography, the stationary phase itself can be arranged in a manner to favor-
ably improve the separation performance. This idea has been widely prac-
ticed in analytical separations. Numerous separation problems have been
already studied and solved exploiting differences in the interactions between
a set of components and different stationary phases. In principle, all es-
tablished interaction mechanisms applied in chromatography (e.g. normal
phase (NP), reverse phase (RP), ion exchange (IEX), size exclusion (SEC),
hydrophilic interaction (HILIC)) could be combined and utilized, either in
a single or in multiple columns. A single, more sophisticated stationary
phase providing two or more retention mechanism is often referred to as a
mixed mode phase. This configuration today is widely implemented today
in a HPLC format for separation of peptides and small proteins [37]. Mixed
HILIC and IEX mode is a popular and successful combination in this cate-
gory. Since its introduction in the early nineties [38], the technique has been
used to separate numerous peptide mixtures [39, 40]. In multi-dimensional
chromatography, columns packed with multiple stationary phases are cou-
pled with dedicated switching and intermediate sample storage mechanisms.
An early implementation of this concept was proposed by Erni and Frei [41],
using a 10-port valve and two loops allowing the collection of a fraction of
the eluent in between two columns for further injection in a second column.
Using multiport valves and sample loops in between stationary phases offers
in possibilities to operate each column with different mobile phases, velocities
and temperatures. The techniques exploiting 2 stationary phases are called
often 2D chromatography, which again can be used to enhance peak capaci-
ties [42]. In the so called comprehensive 2D chromatography, all components
from the first column (first dimension) are collected and sent to the second
column (second dimension) [43]. A modification of this technique is the heart
cut 2D chromatography, where only a particular fraction containing selected
components is passed from a first on to a second column [44].
Among the 2D concepts, combinations of IEX and RP are widely used
pairs of columns capable to separate mixtures of peptides [45]. For example
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in [46], peptide mixtures were initially captured in an IEX column, followed
by stepwise salt gradients, allowing to gradually elute the components into
a RP column, where the peptides and salt are separated with or without
the help of a linear gradient. Typically, gradients in RP are achieved by
changing the composition of an organic modifier, e.g. acetonitrile. Whereas,
IEX chromatography is conducted using different concentrations of salts such
as sodium chloride or ammonium acetate [47]. One key advantage the 2D
method is that, there is an additional degree of freedom to manipulate the
mobile phase compositions independently in each segments [48]. This how-
ever comes at the cost of using more sophisticated instrumentation and sam-
ple loops in between.
Faster and easier options not relying on storage in between two subse-
quent columns can be achieved by directly coupling chromatographic seg-
ments filled with different stationary phases. However, by such coupling,
the possibility of manipulating the mobile phases in between the segments is
lost. This introduces severe constraints and allows combining only station-
ary phases that can be operated with a common mobile phase. This loss of
freedom however, can be eventually compensated by a less sophisticated and
more robust separation. Applications of this kind of a solid gradient concept
are seen for example in the combination of various RP materials characterized
by certain difference in end capping or length of alkyl chains. Such a multi-
segment technique has been recently evaluated for analytical separations of
multi-component mixtures [49, 50] using segment coupling techniques with
minimal dead volume in between the segments [51]. In a part of this study,
the concept will be extended to preparative separations with the objective of
isolating a target component with maximum productivity and yield. Related
theoretical investigations and subsequent experimental results are described
in detail in chapters 6 and 7.
1.5 Modeling, performance evaluation and op-
timization
In contrast to analytical chromatography, the main goal of preparative chro-
matography is the separation of one or more components from a complex
mixture in large quantities. It is much easier to predict the outcome of an
analytical separation with the knowledge of few basic parameters. The peaks
are almost always near gaussian in shape and the presence of one component
does not influence the migration properties of other components [52, 53, 54].
This however is no longer the case when columns are overloaded with higher
feed concentrations or volumes in a production oriented approach. The over-
loaded component peaks are generally non-symmetric and far away from
ideal. Thus, to analyze and compare different strategies in preparative chro-
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matography, more complex mathematical models and more parameters are
required in preparative chromatography to predict the propagation of con-
centration profiles.
Once the profiles at the outlet of the column are known for a given sepa-
ration problem, the efficiency and quality of separation could be measured by
deducing certain performance parameters. The elution profiles may be the
outcome of an experiment or the solution of a suitable mathematical model.
As explained before, typical performance parameters in the analytical case
include capacities and resolution. In contrast, typical objective function in
preparative chromatographic separations are recovery yield, production rate
etc. [5].
The performance parameters can be effectively used as a reference value to
compare different chromatographic operating modes or configurations. The
comparison is usually done with optimized values of the objective functions.
The maximization or minimization of the indices can be done by an array of
techniques. The choice usually depends on the complexity of the problem in
hand. Calculation of the objective functions in analytical chromatography
is often straight forward and the resulting optimizations generally converge
rather quickly. However, optimizations involving the solution of preparative
separation problems in most of the cases are constrained by complex partial
differential equations, hence they are by nature more computational resource
intensive. More about various mathematical models, parameters and typical




Scope of the thesis
The goal of preparative isolation of a target component from a multi-component
mixture has been traditionally carried out using conventional batch elution
under isocratic conditions. However, it has been demonstrated frequently,
that classical elution is not always the most attractive mode of operation
[52]. This thesis illustrates the efforts made to improve the separation per-
formance of the target component using alternative operation modes and
their combinations described in the previous chapter.
In any performance evaluations using the typical preparative chromato-
graphic performance parameters (e.g. production rate and yield, see chapter
3), a central task is to accurately determine fractionation or cut-times. For
a given chromatogram, these cut-times can be calculated by maximizing the
amount of the target collected with respect to a purity constraint. The initial
quest was to analyze existing cutting strategies and systematically categorize
suitable methods. In chapter 4, a general cut-time finding framework was to
be proposed with insights into solving such problems using continuous and
discrete algorithms.
The main focus in chapter 5 was to combine recycling chromatography
with gradient elution in the first cycle and analyze its potential on the sep-
aration performance. In a theoretical case study, it was to be evaluated
wether the combined operation mode has the potential to outperform the
batch modes of operation and closed-loop recycling.
The next goal in chapter 6 was to employ multiple stationary phases
to solve a separation problem. Using a theoretical study to analyze the
effect of coupling two different segments with different stationary phases,
one of the task was to evaluate wether the segment order had an impact on
separation performance. The relative lengths of the individual segments had
to be optimized for optimal separation. This concept was to be also extended
to a mixed mode configuration.
The final objective in chapter 7 was to experimentally demonstrate the
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trends seen in the theoretical study exploiting a serial coupling of stationary
phases. A ternary system was to be identified which exhibited selectivity
differences on two different types of stationary phases.
All together, various valuable insights into the potential of improving
the separation performance of multi-component mixtures using alternative
chromatographic techniques (closed-loop recycling, solvent and stationary
phase gradients) are highlighted in this thesis. The theoretical fundamentals




As outlined in the introductory chapter, few alternate variations of batch and
recycling chromatographic operation modes were suggested and analyzed for
the preparative isolation of a target component. For a qualitative compari-
son, mathematical models of the process are required to predict the migration
behavior of the components in the column. This chapter gives an insight into
the theory behind and the tools used in this work. Common models used to
describe the process are explained in the first section. The estimation and
characteristics of the underlying parameters are illustrated in the following
sections.
3.1 Modeling chromatographic processes
The existing chromatographic separation models can be broadly classified
into three main categories, namely the discrete plate models, continuous
models based on differential equations and statistical variants [52].
Plate models assumes that a column of length L can arbitrarily divided
into a finite number of well mixed stages of equal length in series, with the
mobile phase passing through each of these stages. The second assumption
being that complete equilibrium is achieved between mobile and stationary
phases in each stages. The two most prominent examples in this category
include the ”tanks in series” model of Martin and Synge[55] and the model
proposed by Craig[56].
The second branch of modeling approach arises from differential mass
balance of the solute in a slice of the column, which leads to a set of partial
differential equations. Solution to which describes the migration of compo-
nents in the column. The kinetics of mass transfer in the column may or
may not be incorporated with varying degrees of complexity. The simplest
of these include the ideal model, in which all sorts of mass transfer kinetics
are neglected. However, their solvability is limited to few components with
rather non-complex isotherm models and boundary conditions.
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Continuous models once again can be classified into many categories
based on the degree to which mass transfer effects are incorporated. The
most elaborate model is the general rate model which uses two mass balance
equations, one for the mobile phase outside the stationary phase particles
and the other for the stagnant and adsorbed mobile phase inside particles.
The two concentrations are coupled using a mass transfer flux term through
the particle boundary. This model can be further simplified by assuming very
fast kinetics inside the particle, leading to the lumped pore model. For sys-
tem with still faster kinetics, transport inside particle could be disregarded,
resulting in the lumped kinetic model. If the mass transfer is infinitely fast
between the mobile phase and the particle, all mass transfer effects can be
lumped into one single dispersion term, resulting in the equilibrium disper-
sive (ED) model. A good summary and comparison of all these models can
be found for example in [52, 57].
The third category of modeling approach involves the application of sta-
tistical methods. These models are based on various probabilistic approaches.
The original idea involved the definition of a probability density function for
solute molecules in time and space [58, 59]. A detailed discussion on this
topic is beyond the scope of this study. A good overview can be found for
example in [60].
In the framework of this study, the Craig model has been used to model
chromatographic modes involving solvent gradients. Otherwise, the equi-
librium dispersive model has been extensively used because of its relative
simplicity, accuracy and fast solution capability. The following subsections
explain the Craig model, ideal and equilibrium dispersive models.
3.1.1 Craig model
As highlighted before, the Craig model uses a series of stages or tanks in series
assuming equilibrium at each stage. It can be differentiated from the classical
Martin and Synge model by the fact that the latter uses a differential mass
balance around each stage assuming a continuous flow. In contrast, the Craig
model uses a discrete shifting of the mobile phase from stage to stage. In
terms of predictability, both stage models are very similar and the differences
in resulting solutions vanish when the stage numbers involved are sufficiently
high [54].
Figure 3.1 shows a schematic implementation of the Craig model. In
this case, the column is divided into N discrete stages. Each stage has a
mobile and stationary phase volumes of vm and vs respectively. Initially,
only the first stage has all off the solutes injected and is allowed to reach the
equilibrium. In the next step, the liquid fraction from the last stage (stage
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N) is withdrawn, and the liquid fractions in each of these stages are shifted
in the direction of fluid flow by one stage. Fresh mobile phase (or sample)
is introduced into the first stage. This procedure is repeated until all of the
solute has left the last stage.
Figure 3.1: Craig model: step 1) solute injected into first stage. Step 2) after
equilibration, vm amount of liquid transfered into next stage, same amount
removed from last stage. Step 3) process repeated until all solutes have left
the column
The mass balance equations of the Craig model for a certain stage p and











i,p−1 i = 1, ..., Nc p = 1, ..., N
(3.1)
here Ci,p and qi,p represents the liquid and solid phase concentration at step
k or k − 1, with Nc being the total number of components.  in this case
represents the volume fraction of the mobile phase in each stage. In the
above equations, the equilibrium relationship
qi,p = qi,p(C1,p, C2,p, ..., CNc,p) (3.2)
is provided by the adsorption isotherms, more of which is explained in section
3.2.2.
3.1.2 Ideal and equilibrium dispersive models
In contrast to the discrete models, the simplest version of a continuous model










qi = f(C1, ..., CNc) (3.4)
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where, z and t are the space and time co-ordinates. The interstitial or linear
velocity of the mobile phase is given by u. The ratio between stationary and






The ideal model is an obvious tool when looking for analytical solutions
and often gives good insights into the separation problems. For a pulse
injection, the ideal model can be solved using the following inlet conditions:
Ci|z=0 =
{
Cinj,i for 0 ≤ t ≤ tinj
0 for t > tinj
(3.5)











Based on the equation above (3.6), the velocity associated with each solute









This equation gives very valuable information about the migration properties
of the components in a chromatographic column. For a single component
with a given concentration, the associated velocity uc as per equation 3.7 is
a constant [54]. Alternately, the constant time taken for a concentration to
reach the length L of a column can be re-written from equation 3.7 as :














In reality, a column exhibits a finite amount of dispersion resulting from
various mass transfer kinetics. In this regard, the equilibrium dispersive
model can be represented by adding a dispersive term to equations 3.3 and













The dispersive term with the empirical coefficient Dapp,i accounts for all mass
transfer effects. The advantage of using ED model is that, very fast and suf-
ficiently accurate numerical solution could be achieved by using an algorithm
proposed by Rouchon et al. [62]. Numerical solution of the underlying mass
balance equations used in this study are explained in section 3.3.
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3.2 Model parameters
In order to solve the mathematical models described in the previous sections,
knowledge of the underlying parameters is necessary. The first set includes
the column void fraction or porosity () and the apparent dispersion coeffi-
cients (Dapp,i). The next set of parametres arise from the adsorption isotherm
model qi = f(C1, ..., CNc) in consideration.
3.2.1 Column porosities and efficiency
For any solution based on the mathematical models above, the role of porosity
is very significant. Additionally, porosity estimation the basis for many of the
parameter determination that follows (e.g. Adsorption isotherms). The total
volume of a given column is composed of the interstitial volume occupied by
the mobile phase (vm) and the stationary phase volume (vst) (total volume
of all porous particles for example). vst again contains the solid volume (vs)
and the volume of the pores (vpore). Thus the total volume of the column
becomes :
vcol = vm + vs + vpore (3.11)
Based on the volumes involved, two types of porosities can be defined, namely













The choice of porosities depends on the question as to which volumes
are accessible to the components. For example internal pore volumes are
inaccessible for very large molecules and in such cases int should be used.
Irrespective of the volumes considered, the basic principle behind the estima-
tion of porosities is the same. A non adsorbing tracer component is injected









where t0 is called the dead time of the column. This value could differ based
on the tracer used. If a large molecule is used to estimate the vm and int,
the resulting t0 would be smaller compared to the value obtained for a small
molecules that penetrates into the pores. Once the dead time is estimated,
17
calculating the corresponding porosity is quite straight forward. The total
porosity can be for example calculated from a dead time obtained for a pore





where V˙f is the actual volumetric flow rate of the mobile phase. Through
out this study, the total porosity given by equation (3.16) was considered.
Another important separation parameter that characterizes separation
efficiency is the number of theoretical plates (N). The higher the value of N ,
the lower the dispersion due to flow non idealities and mass transfer effects.
The number of theoretical plates are related to the chemical engineering





For uniformly packed columns with incompressible fluid flow and for an an-







where tr,i is the first absolute moment of the component peak (equation
(3.15)) and w1/2,i is the width of the peak at half height. The number of
theoretical plates again is a measure of the degree of the dispersion involved
and for large N , it is co-related to axial diapersion term Dapp,i introduced





Additionally, it is worth noting that the theoretical plate numbers are
significantly influenced by the linear velocity u. The so called van Deemter





In the above equation, the first term A˜ accounts for the flow mal-distributions
resulting from packing imperfections, broad particle size distributions etc..
The second term represents the influence of axial diffusion of the molecules,
which often can be neglected provided the velocity is high enough. The last
term shows a linear dependence with interstitial velocity, where C˜ quantifies
the resistance to mass transfer at very high velocities.
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3.2.2 Adsorption isotherms
Irrespective of the mathematical models involved, adsorption isotherms are
an necessary to accurately predict the development of concentration profiles
in chromatographic columns. These are functional relationships between
the stationary and mobile phase concentrations in equilibrium at constant
temperature and pressure. In literature there are a multitude of models
derived for gas phase adsorption. More details can be found for example in
[64, 52, 65]. Among many available isotherm models, the Langmuir isotherm
is the most commonly applied variant in preparative chromatography, which
is also used in this study.
In its most simplest form, the Langmuir type isotherm for a single com-
ponent is based on the following assumptions :
• Adsorbent has a homogeneous surface, with adsorption sites that are
energetically equal
• Adsorption of only one molecule per site
• Only monolayer formation
• Absence of lateral interactions between the adsorbed molecules
Based on the above assumptions, the Langmuir isotherm for a single compo-





where ai characterizes the linear relationship between the concentration in
two phases in a low concentration range, and is known as the Henry constant.
Parameter bi on the otherhand quantifies the non-linear influences and is
related to the Henry constant through :
ai = biqsat (3.22)
where qsat represents the saturation capacity of the stationary phase.
The influence of linear and non-linear nature of the isotherms is depicted
in Figure 3.2. At very low concentrations, the isotherm behaves linearly, char-
acterized by the numerator of equation (3.21). Whereas, higher concentra-
tions imply that the denominator gains importance, rendering the isotherm
non-linear.
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(a) Single component isotherm (thin line)






























(b) Resulting linear (inset) and non-linear
(dashed line) chromatograms
Figure 3.2: a) Single component Langmuir adsorption isotherm b) Resulting
linear and non-linear concentration profiles
The influence of these two regimes on the chromatogram is illustrated
in figure 3.2b. A linear adsorption isotherm leads to a near gaussian peak
(inset in figure 3.2b), whereas overloaded peaks are characterized by a sharp
shock front and a dispersed tail. In the figure, the overloaded peak results
from a highly concentrated pulse with sufficiently large injection volume to
form a plateau after the shock front. This sort of non-linear behavior by the
chromatogram can be explained by the equilibrium theory (equation 3.3).
Front sharpening occurs due to the convex upward nature of the isotherm
(figure 3.2a, equation 3.21). The retention time of the shock front depends on
the chord drawn between the initial and plateau concentrations [66]. Based
on equation 3.8, this results in :




Similarly, when the feed concentration is switched to initial concentration
(Cinit = 0 in the figure), the retention time of the resulting dispersed tail
follows the local slope of the isotherm. The shape of the rear profile is thus
governed by equation 3.8. The dynamics however are much simpler in the





= ai). The resulting retention time of the peak can be
written as :
tr,i = t0(1 + Fai) (3.24)
Additionally, the non-linearity of a chromatogram is greatly influenced
by the operating concentration and especially the isotherm parameter bi
(see equation 3.21). In this regard, the measure of non-linearity of a chro-
matogram can be characterized by a chromatogram non-linearity parameter
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with a λ¯i value less than 0.01 characterizing a linear chromatogram and a
value above 0.1 for non-linear case.
Another useful parameter that characterizes the degree of separation be-
tween a pair of components in linear regime is the separation factor (α).




with aj ≥ ai (3.26)
Single component isotherms (equation (3.21)) are insufficient to describe
multi-component injections. Typically, the presence of one component inter-
feres with the adsorption of other components. The existing single component









It is worth noting that in the above formulation, in order to fullfill thermody-
namic consistency, the saturation capacity (equation (3.22)) has to be equal
for all components, i.e qsat,1 = qsat,2 = ... = qsat,Nc .
The isotherm parameters in the above equations can be influenced by
several factors including temperature and pH. The most relevant factor with
respect to this study is the modifier volume fraction (Cmod) introduced in
section 1.4.1. The relationship between qi and Ci is thus influenced also by
Cmod. Several models have been suggested to corelate ai and Cmod in normal
and reverse phase analytical chromatography [36]. Similar corelations are
often employed to describe the additional isotherm parameters required in
non-linear models [67, 68]. In this study, the following semi-empirical rela-
tions [69] were used in all cases where gradient operations are encountered.
ai = (a1iCmod)
a2i with i = 1, ..., Nc (3.28)
bi = (b1iCmod)
b2i (3.29)
3.2.3 Determination of adsorption isotherms
There is a wide array of methods to determine parameters of the adsorption
isotherms introduced in the previous section. Fundamentally, these meth-
ods can be classified into static and dynamic methods [66]. Methods in
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the former case are relatively cumbersome and are exclusively based on the
mass balances alone. Dynamic methods on the other hand use extensively
the concentration-time data and are far more accurate [5]. Hence only the
dynamic methods are focused in this section. Most widely used dynamic
methods to measure equilibrium data include the frontal analysis (FA), per-
turbation method, elution by characteristic point (ECP) and the inverse or
peak fitting method.
3.2.3.1 Frontal analysis
FA is a standard and highly accurate method to determine single component
isotherms. The basic principle involves injection of a very large pulse of
the component of interest to get a breakthrough curve (typically a sharp
front followed by a plateau, see figure 3.2b). The equilibrium loading for the
corresponding plateau concentration can be calculated from the resulting
retention time of the shock front (given by equation 3.23). Starting from
an initial column loading, successive step changes (usually increasing) can
be performed to evaluate a number of q values for respective concentrations
[70].
FA is an excellent tool to find single component equilibrium data. For
example, figure 3.3 shows FA steps constructed to measure single component
adsorption isotherm of Cyclopentanone. Retention times of total of 9 sharp
fronts can be deduced from Figure 3.3a, resulting in equal number of isotherm
data points (in addition to Cinit = qinit = 0, figure 3.3b).
This method can also be extended to multi-component mixtures, provided
component specific detector response is available. The greatest advantage of
FA is that it can be used for columns with low efficiencies [5]. Besides, as a
by product of the breakthrough experiments, the detector calibration data
is also obtained. The main drawback of the method however is the large
sample requirement.
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(a) Frontal analysis steps















(b) Resulting single component q vs C data
Figure 3.3: Illustration of a typical frontal analysis experiment for Cy-
clopentanone on a ProntoSIL C18 [80x3mm] column. Mobile phase : 35/65
Methanol/Water,V˙f=0.5 ml/min.
3.2.3.2 Perturbation method
This method is based on the analysis of the response to a small perturbation
made to a system in equilibrium. The dynamics of the resulting response can
be explained using the equilibrium theory. For a column equilibrated with a
single component at a particular concentration, a sufficiently small concen-
tration change introduced would result in a small peak that propagates with
a velocity given by equation 3.7. Thus, the retention time of the disturbance






The scenario changes when a multi-component equilibrium is considered.
Perturbation made to a system with Nc components would result in an equal




) of isotherms at
that particular equilibrium concentration vector C¯ [54]. The characteristic
retention time of each wave or pulse is given by [66]:





) withi, j = 1, ..., Nc (3.30)

















Based on the coherence condition, each response pulse correspond to a co-
herent state. The condition states the existence of situations where the set of
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components propagates with a constant speed and fixed concentrations [71].
Hence for each characteristic retention time, the following holds true :
tjr,i = t
j
r,k with i, j, k = 1, ..., Nc (3.32)
For a competitive isothem model chosen apriori, the partial derivatives of
the isotherm with respect to each component ( ∂qi
∂Ci
) can be substituted into
equation 3.31. This along with the coherence condition (equation 3.32) can
then be solved for the directional derivatives dCk
dCi
. However, for an Nc com-
ponent system, this would mean finding roots a polynomial of the same order
[66]. Hence this method has been predominantly used for simpler systems
(Nc upto 2).
Figure 3.4 illustrates a perturbation experiment with three components.
The perturbation is achieved using a concentration smaller than the plateau
value. The resulting response gives three response pulses. The perturbation
concentration could also be higher than the equilibrium concentration and
should be sufficiently large enough to get a distinguishable response. Be-
sides, care should be taken that perturbing the system do not change the
equilibrium. The main advantage of perturbation method is that detector
calibration could be avoided altogether. Again analogous to FA, large amount
of substances are needed to evaluate a full branch of isotherm.

































Mobile phase = 35/65 MeOH/H2O
Column = Ps−C18 [80x3 mm]
Flowrate = 0.5 ml/min
W.L = 304 nm
Porosity = 0.685271
NTP ~ 600
Cplateau = 0.05 ml/ml (all components)
Perturbation using
10 µl 100% MeOH















Figure 3.4: An example of perturbation method with a ternary mixture
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3.2.3.3 Elution by characteristic point
This method is again based on equilibrium theory, given a column with high
efficiency, the dispersed part of the chromatogram alone is sufficient to de-
duce the local slopes of the isotherm. For an experimental chromatogram,
equation 3.8 could be re-arranged and integrated with respect to Ci to get
corresponding values of qi. The major drawback however is that this method
is applicable only for single components [54]. On the other hand, only a very
small amount the component is needed to generate a full branch of non-linear
chromatogram.
3.2.3.4 Inverse method
Inverse method relies on fitting the numerical solution of a column and an
adsorption isotherm model with experimentally obtained data. Starting from
an initial value, the isotherm parameters can be iteratively changed using a
suitable optimization algorithm to minimize differences between the two pro-
files. Any accurate column model with suitable boundary conditions could
be used to generate the numerical solution. However, care should be taken
also to incorporate any extra column effects present. The minimization prob-
lem using ED model and competitive Langmuir isotherms for example can






∣∣∣∣∣∣∣∣ for i = 1, ..., Nc (3.33)
subject to the model equations 3.10, the inlet condition 3.5 and the equilib-
rium relationship 3.27.
The greatest drawback of the method is that any inaccuracy resulting
from the column chosen model reflects in the fitted parameters [5]. On the
other hand, given sufficiently accurate models and the calibration data, any
number of components could be fitted with low sample amount required for
experiments. More about solving optimization problems of the type given
by equation 3.33 is explained in section 3.5. Next section illustrates few
techniques used to solve underlying mass balance equations.
3.3 Numerical solution of model equations
Due to the overloaded nature of preparative chromatography, the adsorp-
tion isotherms considered are often non-linear. This in conjuction with the
mathematical models described in section 3.1 almost always results in a sys-
tem of equations which are very hard to solve analytically. Thus leading to
numerical solutions of the underlying equations.
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The Craig model (equation 3.1) introduced in section 3.1.1 in combination
with competitive Langmuir isotherm (equation 3.27) results in a set of non-
linear equations at each step k. These equations for each component are
implicit (in terms of Ci) in nature and require iterative solution at each step
[61]. Suitably re-arranged, the equations can be solved very quickly using
the fixed point iteration method [72], with initial values of Ci for the k
th step
taken from the preceding step. This numerical solution strategy was applied
in this thesis wherever Craig model was used.
Unlike the Craig model, which by nature itself is a difference equation,
the equilibrium dispersive model (equation 3.10) introduced in section 3.1.2
represents a system of PDEs. A standard approach is to solve such equations
using a finite difference scheme (FDS) [73]. One such stable and fast scheme
is based on the first order forward in space and backward in time FDS. The
basic principle used by Rouchon et al. [62] involves choosing (constant) space
and time discretization step such that the resulting stable solution exhibits a
numerical dispersion that matches actual dispersion, given by Dapp,i in equa-
tion 3.10. By doing so, the seconder order PDE can be reduced to a first
order one (equation 3.3). A detailed explanation can be found for example
in [61]. The numerical stability of the FDS is mandated by the Courant-
Friedrichs-Lewy condition, which is characterized by the Courant number
(acou). For the stability of forward in space and backward in time scheme,
this number can take any arbitrary value above 1 [54]. For a single compo-
nent, based on its dispersion coefficient and an arbitrary but stable Courant
number, the space step length (∆z) of the FDS can be easily calculated.
The time step length ∆t is then derived based on the ∆z, acou chosen and
the velocity associated with an infinitismal concentration of the component
(equation 3.7 with dCi
dt
∣∣
Ci⇒0 = ai). An acou value of 2 was found to be most
suitable so that the corresponding space step length matched the HETP of
the column [74].
Although the Rouchon’s solution method described above was developed
focusing a single component under linear conditions, the method can also be
used for multi-component preparative elutions. Over the years , numerous
theoretical studies has been carried out based on this fast solution scheme. In
multi-component cases, the dispersive term Dapp,i is replaced by an average
value to represent all components. Similarly, an effective wave velocity uc
(equation 3.7) is used to determine ∆t by averaging the Henry coefficients
of the components. With high column efficiency and adequate non-linear
effects, the ED model could be solved using Rouchon’s method with sufficient
accuracy to predict the migration of components [54].
26
3.4 Performance parameters
In general, the function of performance parameters for a chromatographic
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Figure 3.5: Fractionation of the in-
termediately eluting component (i=2)
from a ternary mixture
process is to facilitate an evalua-
tion of efficiency and quality of sep-
aration. In analytical chromatog-
raphy, these parameters are usually
the peak capacities and resolution.
However, in preparative chromatog-
raphy, the typical performance pa-
rameters are strongly bound to the
amounts of one or more substances
isolated, e.g. in our case the target
component.
From a given chromatogram, the






where t1 and t2 are the cut-times for collecting the target component (figure
3.5). Determining accurate cut-times is a difficult task and significantly
influences any subsequent performance parameters calculated based on mi.
The cut-times are usually calculated by maximizing mi with either a
purity or yield constraint. The purity of a substance collected in the interval












where Cinj,i and vinj are the injected concentration and volume of the com-
ponent. Given a purity, the recovery yield could be calculated or vice versa.
Another important performance parameter evaluated from m2 is the pro-
duction rate, which is defined as the amount of substance collected per unit
time scaled to an entity. The scaling entity could be the amount of adsorbent,
volume of the column or its cross sectional area [5]. Time scale on the other
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hand is often the cycle time (tcyc), which is the time period between two sub-
sequent injections. Depending on the operation mode, this tcyc could have
many definitions. For example in batch isocratic elution, the time between
the appearance of the first component and the end of the component train
is used to specify tcyc. When the cross sectional area (Acol) of the column is





In addition to the objective functions listed above, a number of indices in-
cluding specific production and the solvent consumption rate are also used as
performance indices. More details can be found for example in [75, 54]. Pro-
duction rate and yield in this study are used as performance parameters to
compare various chromatographic operation modes. Occasionally hybrid ob-
jective functionals are also employed, for example Felinger and Guiochon [76]
found that when production rate and yield are simultaneously maximized,
the optimum conditions usually results in a configuration with high yields,
with a small sacrifice in productivity. The product of production rate and
yield is used later in this thesis as performance index. Challenges involved
in finding accurate cutting time will be discussed in chapter 4.
3.5 Optimization of parameters
Optimization can be used as a tool to design an ideally operating prepar-
ative system. Additionally, by optimizing one or more performance indices
mentioned in the previous section, performance of different chromatographic
operating modes can be analyzed and compared. Mathematical models rep-
resenting preparative separations are generally non-linear in nature. Thus,
the objective functions evaluated by solving such a system usually depends
also in a non-linear manner on the design variables. The theory of classical
non-linear programming is very well established. Within this framework, a
general non-linear optimization (maximization or minimization) problem can





g(X) = 0 (3.39)
h(X) ≤ 0 (3.40)
where X represents the set of design variables or degrees of freedom. For
example in designing preparative separations, variables could be the column
dimension (length, internal diameter etc.), particle diameter, flowrate, mod-
ifier concentration etc. The objective function (f(X)) could be one or a
combination of many performance indices described in the previous section.
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A set of equality constraints is given by g(X), most of which arise due to
conservation laws involving the design variables if applicable. On the other
hand, the inequality constraints (h(X)) usually are off-shoots of the bounds
placed on the variables.
The formulation given above (equations (3.38)-(3.40)) can only be used
if f(X) is explicitly defined. But preparative separation in almost all cases
described by a set of partial differential equations (PDE)[52, 54]. Hence the
objective functions are evaluated from the solution of these PDEs (e.g. equa-
tions 3.3 and 3.10). Thus we come across an implicit dependancy in terms
of the design variables. The formulations given in the form above (equations
3.38-3.40) are thus insufficient to describe such optimization problem.
In this context, the optimization encountered can be formulated as a PDE
constrained problem with any of the objective functions introducedin the
previous section (3.4). The equality and inequality constraints may be added
based on the design parameters chosen. The important addition however is
the set of PDEs itself as constraints. For example, to a formulation like the
one above (3.38-3.40), the underlying mass balance equations given by 3.3
or 3.10 and the corresponding inlet conditions (equation 3.5) are added for
completeness. This sort of a formulation can be seen as the most generalized
version and the actual path in finding the optimal values of X can take many
routes depending on the complexity of the problem.
(a) Nested analysis and de-
sign (NAND) with black-
box




Figure 3.6: Different optimization approaches for a PDE constrained problem
[78, 79]
PDE constrained optimization is an actively researched field today [80,
81]. Figure 3.6 shows the schematic representation of different approaches
involved in solving such problems [78, 79]. The core part in all approaches
involves a PDE solver in addition to an optimizer. The solutions generated
are passed on to the optimizer along with other results based on the category
in consideration. The solution of PDEs itself is an immensely large area, more
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details on numerical solution of PDEs can be found for example in [82]. The
role of the optimizer is to analyze the outputs generated by the PDE solver
and perturb the design variables, minimizing / maximizing the objective
function. Based on this concept two main different approaches are practiced
today, namely the nested analysis and design (NAND) and the simultaneous
analysis and design (SAND). The former can be again distinguished into
black-box based and gradient based NAND.
The easiest to implement and the most widely practiced variant is the
black-box NAND type optimization (figure 3.6a). The solver could take any
form including commercial solvers to user programmed routines. The char-
acteristic however is that in this approach, the solver takes design variables
as inputs and generates the solution, a scalar objective function value and
the constraint information. The greatest advantage of this set-up is that a
wide variety of optimizers could be employed in this configuration. More
details on optimizers are explained in the next section. The gradient based
NAND implementation uses a PDE solver with an additional functionality
doing a sensitivity analysis of the problem. This has an advantage that along
with the solutions, the gradients of the objective functions and constraints
are also generated, which can be used efficiently by a suitable gradient based
optimizer. The NAND implementations can suffer from repeated and time
consuming solution of the PDEs and intermediate convergence of the PDE
solver [83].
The most efficient way of solving a PDE constrained problem is by using
the SAND approach. Where, the PDEs are fully discretized and the corre-
sponding algebraic equations are posed as equality constraints along with the
main optimization problem. Thus the solution of the PDEs now become a
part of the massive non-linear programming problem [80]. This formulation
is by far the most efficient, albeit its relatively difficult implementation.
3.5.1 Optimizers
Most of the preparative chromatographic optimizations in this thesis have
been carried out using the Black-box NAND approach because of its simplic-
ity in implementation and non-smooth objective function handling capacity.
The most basic form of optimizer is a grid search. Given a limited number
of design variables (usually two to three), the easiest way is to finely divide
the variables between its upper and lower bounds and call the PDE solver at
each of these points. Besides its simplicity in implementation, the mutually
independent function evaluations could be easily parallelized. Additionally,
grid search can handle discontinuities in the objective function and allows
the use of multiple objective functions. The main disadvantage however is
the exponential dependency of the execution time on the number of design
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variables [84]. This strategy has been widely employed in finding the optimal
values of many preparative objective functions[85, 86].
The time consuming exhaustive search could be avoided by using heuris-
tic optimizers. Examples in this category include random search and Nelder-
Mead optimization algorithms [87]. A class of these algorithms can be fur-
ther distinguished into meta-heuristics. These algorithms combine different
concepts derived from classical heuristics, artificial intelligence, biological
evolution, neural systems and statistical mechanics to minimize one or more
objective functions. Examples in this category include genetic algorithm,
simulated annealing etc [88]. The main advantage again is that it is gradient
free, allowing discontinuous objective functions. Compared to grid search,
heuristic algorithms scan the domain much faster and can handle much more
degrees of freedom. These algorithms too have been extensively implemented
in chromatographic optimizations [89, 90, 91, 92, 93].
All of the heuristic search methods mentioned above use a gradient free
search method. However, the feasible solution reached using these method
do not certify the optimal solution [88]. But, given a convex domain and a
smooth objective function, gradient based optimizers can find local optimal
solution with very fast convergence rates [77]. Especially the gradient based
NAND strategy can be employed very efficiently in this case. The results of
the sensitivity analysis could be used by a suitable gradient based optimizer,
e.g a sequential quadratic programming (SQP) routine. The simultaneous
approach can be used even more efficiently to find local minimum of the
objective function. The greatest disadvantage of these two approaches is that
their applicability is greatly dependend on the smoothness of the objective
function. Kawajiri and Biegler [94] used both gradient based nested and
simultaneous design approaches to optimize simulated moving bed and power
feed processes.
A set of much more simpler but important optimization problems con-





Optimization of cut-times in prepar-
ative chromatography
While evaluating the preparative isolation of a target component from a mix-
ture of multi-components, the performance parameters (Pri and Yi) intro-
duced in section 3.4 play a central role. The amount of the target substance
collected (mi) significantly influences any objective function calculated based
on it. The mi itself is related to the cut-times involved as given in equation
(3.34).
This chapter provides some insights into various approaches involved in
finding the cut-times for a ternary preparative chromatogram with the in-
termediate componenet as the target. These individual methods are then
analyzed in the next section with the help of two case studies. In the end,
few conclusions concerning their efficiency, accuracy and robustness that can
be drawn are highlighted.
4.1 Approaches to find cut-times
The general task of finding cut-times for an intermediately eluting target
component i in a multi-component chromatogram can be formulated as a





Pui ≥ Pulim with Pulim ∈ [0, 1] (4.2)
Hereby, the maximization of the amount of target collected (equation 4.1) is
applicable to any intermediately eluting component. The mi and Pui for the
target are calculated using equations (3.34) and (3.35). It is worth noting that
in case of separation of binary mixtures, either t1 or t2 is fixed depending
on the choice of the target (trailing or leading component), consequently
reducing the problem. Although the purity limit given by Pulim can take
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any arbitrary real value in the interval 0 to 1, it is usually chosen relatively










Figure 4.1: Contours of the objective
function (thick lines) and the purity
constraint (thin line), corresponding
to the chromatogram in figure 3.5
The maximization problem given
by equations (4.1) and (4.2) is il-
lustrated in figure 4.1 for the tar-
get component (i=2, Nc=3) in the
t1 - t2 space. The lower right half
of the figure is empty because, the
second cut-time is always greater
than or equal to the first cut-time.
In the figure, the isolines generated
by the target amount collected in-
creases with decreasing t1 and in-
creasing t2 to a maximum possible
value of minj,i, which is the injected
mass of the component. On the
other hand, widening the t1 − t2
interval causes a drop in the pu-
rity (thin lines) of the collected frac-
tion. The optimum for the given pu-
rity limit is at the point where the
isoline representing required purity
(thin lines) meet the m2 isolines (thick lines) tangentially. This holds true
as long as the cut-times are continuous in nature.
This has the advantage that the maximization of the form given by equa-
tions (4.1) and (4.2) can be readily applied to get optimal t1 and t2. However
in reality, chromatograms generated by detectors or by numerical solutions of
mathematical models usually results in discrete data. These elution profiles
at the end of a column are generally represented by an NtxNc matrix, with
Nt being the number of time steps and Nc the number of components. For
such a discrete system, the integral term in equation (3.34) can be replaced





where ∆t represents the constant time step, k the index of each of these time
steps, k1 and k2 being the corresponding indices for t1 and t2 respectively.
Based on the nature of the data in hand, cut-times optimizations can be
classified into discrete and continuous variants.
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4.1.1 Discrete cut-time optimization
Given a data set consisting of multi-component concentrations over discrete
time points, the optimal t1 − t2 interval can be found using two approaches.
The first one is based on evaluating local purities and was first suggested by
Shan and Seidel-Morgenstern [95]. The second approach developed in this
work involves the introduction of binary variables to describe the selection
of data points in order to formulate and solve the task as a mixed integer
non-linear problem.
4.1.1.1 By evaluating local purities



















Figure 4.2: Local purity (Puloc) of
the target component against time.
t01 − t02 : interval in which Puloc ≥
Pulim(0.99)
For a multi-component discrete
chromatogram, the local purity of a








The first step in maximizing the
amount of target collected involves
choosing an initial cut-time inter-
val t01 − t02. Figure 4.2 shows a
plot of local purity of the target
(i=2) against the time for the chro-
matogram shown in figure 3.5. The
interval t01 − t02 represents a period
inside which Pukloc,i always remains
above the purity limit, which in this case is 0.99. Thus, any integral pu-
rity (equation (3.35)) calculated within this interval provides a value above
0.99. This interval becomes the starting point for the algorithm proposed by
Shan and Seidel-Morgenstern [95]. Once the t01− t02 is calculated, the interval
could be widened in either of the directions (towards lower or higher retention
times) or in both directions to increase the value of m2 as long as the purity
criterion (equation (4.2)) is satisfied. The study found out that, expanding
the interval in both directions results in larger amount of the target collected
than expanding the interval in either of the directions [95].
Figure 4.3 shows an example of the trajectory taken by the algorithm
expanding in both directions. Starting from t01 − t02, the algorithm expands
the interval in a direction giving maximal increase in m2, until the purity
reduces to the chosen Pulim value. The last set of time points (t
∗
1− t∗2 in the
figure) satisfying the purity constraint is taken as the optimal values. Owing
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to the discrete nature, the resulting purity lies typically slightly above the
Pulim unless the isoline representing Pulim passes through t
∗
1 − t∗2. However,
given very fine concentration data, i.e for very small ∆ts, this difference tends
to zero.




















Figure 4.3: Trajectory taken by the algorithm when expanding in both direc-
tions (thick gray line). Dashed segment : terminal step when Pudes,2 < Pulim
= 0.99
The algorithm thus finds a good approximation for the cut-times. The
main advantages are its simplicity and fast convergence.
4.1.1.2 Optimization using binary variables
The maximization problem given by equations (4.1), (4.2), (4.3) and (3.35)
can be solved using more sophisticated mathematical tools. The idea is to
introduce an additional integer binary variable xk for each time point k. The
variable can take either a value of 1 if the point is selected or a value of 0 when
not selected. On a uniform time grid (∆t = constant), the maximization
of the objective function constructed using the new binary variable can be
written as:




k ∈ {0, 1} (4.5)
It is worth noting that unlike in equation 4.3, here the summation limits
consider the full length vector Cki running from k = 1 to Nt. And by fixing
the value of xk = 1 for k = k1...k2 and 0 otherwise, the same effect is achieved.
It is this k1− k2 interval that needs to be found by the optimization routine.
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With the additional variables introduced, however, come new constraints.
The formulation given above does not say anything about the sequence of
the time points to be selected. In order to ensure continuity between the










xk−1 = 0 AND xk+1 = 0
) ∀ k ∈ [2, Nt − 1] (4.7)
The constraints given by the equation above simply forces the nodes chosen
to be in one single sequence. i.e. by avoiding any single xk with value 1 in
between two nodes with zero values or vice versa.
The linear objective function (equation (4.5)) together with the non-linear
constraints (4.6) and (4.7) form the optimization problem which can be cat-
egorized as a mixed integer non-linearp problem (MINLP). Although the
purity constraint could be formulated as a linear constraint (by shifting the
denominator of equation (4.6) to the R.H.S), the problem would still be non-
linear as long as the continuity constraints are enforced.
The discussion so far has been with the consideration of the whole time
domain containing data. Given any chromatogram, the insignificant parts
of the chromatogram could be disregarded, taking into account only a cer-
tain area of interest. This interval could be fixed or evaluated based on
chromatogram specific criteria like threshold concentrations or areas. For
instance, in the chromatogram illustrated in figure 3.5, concentration of the
target component is negligible before 3.5 min and after 6.5 min. Thus, the
chromatogram could be cut short to this interval based on a suitable thresh-
old concentration (Cthr). The best option that favors higher performance
parameters, is to set Cthr as a fraction of the maximum concentration of the
chromatogram [95]. Reducing data is particularly helpful in applying this
MINLP formulation as there are as many binary variables as the number of
data points considered.
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4.1.2 Continuous cut-time optimization
Based on the fact that continuous optimizations are easier to carry out
than discrete ones [77], it is desirable to use concentration profiles which
are smooth functions of time. From the modeling point of view, these pro-
files can be provided by solving the underlying mass balance equations (given
in the last chapter). In linear chromatography, such functions are more eas-
ily derived. Most of the multi-component analytical chromatograms can be
described by near gaussian functions, e.g. [96]. In contrast to linear sys-
tems, analytical solutions for preparative multi-component cases are hard
to conceive. Only in few simple cases, there are analytical solutions of the
equilibrium dispersive model to describe single component overloaded chro-
matograms [97, 98, 99].
On the other hand, prediction of multi-component preparative chromatog-
rams can be done using a set of analytical expressions derived from the so-
lution of the ideal model. This method which involves neglecting any sort of
mass transfer effect generates solutions with shock fronts, that are discontin-
uous in time [54]. More details on the analytical solution of simplified mass
balance equations can be found for example in [54, 53].
In reality however, the discontinuous shock fronts of overloaded chro-
matograms are smoothed out by non-ideal dispersive effects. These individ-
ual peaks can therefore be effectively described by empirical but continuous
functions. Over the years many research groups have proposed a multitude
of such functions with varying complexities. A review with over 90 such
function can be found in [100]. Many sets of the functions can be used for
describing a variety of chromatograms including those characterized by peak
asymmetry and tailing.
Given an over loaded multi-component discrete chromatogram, a suit-
able multi-parameter continuous empirical function could be parameterized
for each component. A great advantage of using empirical functions is that
they require only few parameters to describe the profiles. However, these
functions are rather limited to chromatograms with known characteristics in-
cluding peak asymmetries, shock and tailing fronts. In contrast, on the basis
of various underlying factors, a multi-component preparative chromatogram
could exhibit very complex non-standard shapes including multiple maxima.
In such cases, empirical functions are often inaccurate to describe the actual
chromatogram. In this context, interpolating functions could be effectively
used. Among all such functions, a cubic spline interpolation is a suitable
candidate, due to the fact that the resulting function is double differentiable
(sufficiently smooth)[101, 102] and can be readily used with a gradient based
optimizers.
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Smooth functions (Ci = fi(t)) could thus be generated by fitting any
suitable empirical function or by interpolation of the discrete data. These
function could then be used in equations (4.1) and (4.2) to maximize the
interval t1 − t2 in a continuous manner.
4.2 Comparison of methods
As discussed in the previous sections, there are two discrete and a continuous
approach available to maximize the cut-time interval. In order to compare the
accuracy and efficiency of the three methods, two test cases were considered.
The first case was for a ternary chromatogram consisting of symmetric peaks
with an analytical expression for the amount of target collected. In the second
test case, an overloaded non-linear chromatogram was considered, generated
for three components using the equilibrium dispersive model.
4.2.1 Symmetric case
The symmetric linear ternary chromatogram for this case was generated using































Figure 4.4: Symmetric chro-
matograms with middle component
as target (thick line) generated by the
Lorentzian function 4.8. Parameters
from table 4.1
where hi,tr,i and σi are the three pa-
rameters of the empirical function.
Here, hi represents the height of the
peak, tr,i the retention time and the
peak broadening characterized by σi.
The continuous concentration
profiles generated using parameters
given in table 4.1 is plotted in figure
4.4. The main advantage of using a
Lorentzian function is that, it has an
analytical expression for its definite
integral [105]. On the contrary, most
of the empirical functions tabulated
by Marco and Bombi [100] does not
have a definite integral and have to
be determined numerically.
Assuming a constant flowrate (V˙f ) of 1 ml/min, the mass of component
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with hi, σi, tr,i, t1, t2 ≥ 0
For the chromatogram in figure 4.4, the amount of target (i = 2) collected
was maximized with a purity constraint of Pu2 ≥ 0.90. The optimal value
was found to be m2 = 2.8706 mg, with t2 = 13.1663 and t1 = 16.8337 min.
The continuous optimizations including this one were carried out in MAT-
LAB with ’fmincon’ as the optimizer. The optimal values above were used
to compare the efficacy of the three different more widely applicable opti-
mization approaches describe in the previous section.
Table 4.1: Parameters used for the chromatograms given in figure 4.4
Parameters i=1 i=2 i=3
(target)
hi [mg/ml] 4 4 4
tr,i [min] 12 15 18
σi [min] 0.5 0.5 0.5
The data needed for generating the discrete chromatogram was generated
again using equation (4.8), however using different discrete time sets (time
data with various ∆t). The algorithm based on local purity (LocPur) was
applied with ’expansion in both directions’. For the mixed integer (MINLP)
optimization, the freely usable online NEOS server for optimization [106] was
employed in AMPL[107] programming environment. In case of continuous
optimization (ContOpt), for each data set, cubic spline interpolation within
the time intervals was used to describe the concentrations. The areas under
the chromatogram were determined using the MATLAB function based on
trapezoidal rule for numerical integration. For the example considered in
figure 4.4, the time span covered was 0 to 30 min. This interval was uniformly
discretized using different ∆t to generate as many sets of time data with Nt
number of points (Nt = 30/∆t).
Figure 4.5 shows the influence of the degree of discreteness (Nt) on the
performance evaluated using different optimization approaches. The amounts
of target collected with corresponding purity and the CPU times∗ required
are compared. In figure 4.5d, m2 values obtained using the three different
algorithms are compared to the available analytical value (solid black line in
∗Evaluated on a PC with the following configuration:
Processor, Intel Pentium D CPU @ 3.00GHz with 2 GB RAM running on SUSE LINUX
10.1
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the figure, m2 = 2.8706 mg). All the three methods deviate from actual value
for chromatogram on coarse time data (Nt ≤ 200). The largest difference is
seen with LocPur algorithm, however the maximum difference seen at Nt
= 180 is only around 0.42 %. In all cases, the differences diminish with
increasing number of grid points (increasing Nt). The results of the MINLP
optimization are same as that of the local purity based algorithm. The
continuous optimization on the other hand yields m2 values that coincide
well with the actual m2 value. By virtue of the domain considered, trends
of MINLP and LocPur are discrete in nature, whereas ContOpt does not
exhibit any visible discontinuities. A sum of these effects is reflected in the
calculated purities (figure 4.5b). Purities by LocPur and MINLP always
remain slightly above 0.9 (Pulim), where as ContOpt respects the constraint
more tightly. Both these results are a consequence of the t1 − t2 interval
found by the different algorithms. This is shown in figure 4.5c. The results
of MINLP are excluded from the figure because they are the same as those
for LocPur. Once again, a smoother and larger t1 − t2 interval is found
by ContOpt in comparison with a fluctuating and slightly smaller interval
reached by MINLP and LocPur. The last figure shows an example of the
time required to execute each of these optimization routines as a function of
the time nodes Nt. It took only a couple of milli seconds to execute LocPur
irrespective of the size of the problem. This behavior is same for ContOpt,
however it takes in this case close to a second for execution. Online NEOS
server was used because of the non availability of a local solver. Eventhough
contemporary MINLP solvers can solve large scale problems in a very small
amount of time [108], solution of the MINLP implementation in this study
took few seconds of CPU time. A large part of this time included the time
taken for data transfer to and from the NEOS server, in adition to the queue
waiting time.
An overall analysis of figure 4.5 suggests that very good estimates of
m2 can be achieved even on a coarse grid with the LocPur algorithm. The
greatest advantage of using local purity based algorithm is its speed. Besides,
implementing the algorithm does not require access to special optimization
packages or use of advanced modeling languages. The correctness of this
algorithm in this simple case was confirmed by MINLP optimization, which
gives exactly the same result for the symmetric chromatograms considered
in this test example. A small drawback of using this fast algorithm is the
discontinuity of m2 with respect to the number of grid points. Any objec-
tive function based on m2 (e.g. Productivity and Yield) would be equally
discontinuous. ContOpt on the other hand is the most accurate algorithm
and is fairly fast. It’s solution however requires interpolation functions and
the application of a constrained non-linear optimizer. Solving MINLP would
require further advanced solvers and use of special modeling languages (e.g.
AMPL).
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(a) Amount of target collected




















(b) Purity of target





















































Figure 4.5: Influence of the degree of discreteness on the performance of
different optimization approaches
4.2.2 Non-linear case
In this case, the equilibrium dispersive (ED) model introduced in section
3.1.2 was used to generate a ternary non-linear chromatogram using compet-
itive Langmuir adsorption isotherms (equation 3.27). The model was solved
numerically using Rouchon’s method explained in section 3.3. Parameters
tabulated in table 4.2 were used for the numerical solution. Chromatograms
with different ∆t (subsequently different Nt) were obtained by varying the
Courant number (acou) between 1.5 and 2.5. The resulting chromatograms
for these two limits are illustrated in figure 4.6. Minor discrepancies in the
two profiles with different Courant numbers arise due to the inaccuracies as-
sociated with the numerical solution of the ED model, explained in section
3.3. As expected, the differences are more pronounced for the low retaining
component and less prominent towards higher retention times.
As in the previous case, the three optimization approaches were again
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used to maximize the interval t1 − t2 for the intermediately eluting target.
The resulting values of m2, Pu2, t1 and t2 are plotted in figure 4.7.
As shown in figure 4.7a, the m2 values estimated using all three methods
increase with increasing degree of discretization (Nt). This is a direct result
of the profile discrepancies associated with changing Courant number. The
m2 values obtained as a function of Nt using LocPur method is again very dis-
crete in nature. An important observation in this case however is that there
are many occurrences where the MINLP formulation gives slightly better m2
estimates than LocPur method, which otherwise are no different. This was
not seen in the symmetric case. Results predicted by the MINLP method
are thus the same or slightly better than those predicted by LocPur method,
suggesting that in the non-linear case, the latter could generate sub optimal
solutions. The second key observation is that unlike in the previous case, the
m2 values estimated using ContOpt are not entirely continuous with respect
to the grid size. They nevertheless give the slightly more reliable estimates
for m2 in comparison with the other two methods.
The discontinuities in m2 arise from the t1 and t2 values predicted by
the optimization algorithms. The dependencies of these two cut-times are
illustrated in figures 4.7b and 4.7c. Due to a greater change in the profiles
towards lower retention and as a result of the peak asymmetry, estimated t1
varies considerably with grid size (from around 36 to 34.5 min). In contrast,
t2 being on the more retained tailing side, does not show a large variation.
In case of t1, ContOpt yields the lowest estimates (lower t2 implies larger
m2) among all algorithms. MINLP likewise gives the same or better result
as the LocPur method. For the relatively insensitive variable t2, MINLP
shows large fluctuations in the optimal values and in some instances results
in values higher than that obtained by ContOpt.
Figure 4.7d shows the resulting purity of the target component estimated
by the three methods. Given the continuous nature of variables in ContOpt,
the generated Pu2 values are exactly at the limit set (Pulim = 0.95). This
however is no longer true in the other two discrete cases with the resulting
purity always above the constrained limit.
In general, presence of non-linearities could impart discontinuities in the
m2 estimated using the continuous optimization method implemented. Ad-
ditionally, based on the nature of the isotherms, the sensitivities of t1 and t2
can increase or decrease. The LocPur algorithm on the other hand can lead
to suboptimal solutions in complex cases.
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Table 4.2: Parameters used to simulate the preparative chromatogram in
figure 4.6
Parameter Value
Column length (L) 20 [cm]
Inner dia. (dc) 0.8745 [cm]
Porosity (j) 0.775
Theoretical plates (N) 700
Flowrate (V˙f ) 1 [ml/min]
Injected concentration (Cinj,i) 20 [g/l]
Purity limit (Pulim) 95%
Threshold concentration (Cthr) 10
−4 [g/l]
Saturation capacity (qsat,i) 50 [g/l]












































Figure 4.6: Sample preparative chromatograms simulated with a1 =13.33,
a2 =20.00, a3 =30.00. Other parameters from table 4.2. Time discretization
points of the chromatogram (numerical solution of ED model, see section
3.3) changed by varying the Courant number between 1.5 and 2.5
44






































































Figure 4.7: Influence of the degree of discreteness (Nt) on the performance




Using a symmetric linear and an overloaded non-linear chromatogram, three
different approaches to find optimal cut-times for the intermediately eluting
component were studied. A discrete optimization strategy based on binary
variables (MINLP) and a continuous method based on interpolating func-
tions (ContOpt) were developed and compared with an established strategy
based on the evaluation of local purities (LocPur). The MINLP formula-
tion generated exactly the same results as obtained by LocPur for symmet-
ric chromatograms. Whereas in the non-linear case, many instances were
found where the solutions given by LocPur were slightly suboptimal. Even
though the method based on local purity gives results that are discontinu-
ously dependent on the grid size used to produce the chromatogram, they are
sufficiently accurate and the results are obtained extremely fast. The discon-
tinuity factor is of paramount relevance when an objective function derived
from the mass of the target is used later in a continuous optimization prob-
lem. Presence of discontinuities would lead to unrealistic Jacobians, which
might adversely effect convergence. The question of imparting continuity to
the LocPur method is still open. One way to get around this problem is to
fit the discrete data to an interpolating function, and to use continuous op-
timization. Another advantage of addressing the cut-time finding process as
an optimization problem is that, additional purity constraints with regard to
other fractions (e.g. Pu1 ≤ 0.05 or Pu3 ≥ 0.01) could be easily implemented.
In order to eliminate the discontinuous dependence of the amount of
target collected on the grid size, the local purity algorithm could be further
improved to impart continuity. Finally it should be mentioned that, the
problem discussed here was considering a single maxima for the local purity
of the target in time as illustrated in figure 4.4. In reality however, the
occurrence of multiple maxima cannot be ruled out. Hence the cut-time
finding algorithms should be validated considering such possible situations
and should be further improved.
In the next chapter, the optimized cut-times found using the LocPur
method for the intermediately eluting component of a ternary mixture are




Theoretical study using closed-
loop recycling with an initial gra-
dient
Results of this chapter were published earlier by the author in Journal of
Chromatography A [93].
5.1 Introduction
Preparative chromatography is an important process for the isolation and
purification of value added components from complex mixtures. The first
important step in solving a specific separation problem is to find a suitable
combination of stationary and mobile phases. This selection is usually per-
formed based on the results of screening experiments at an analytical scale.
Once the chromatographic system is fixed, there are several degrees of free-
dom which should be exploited in an optimal manner. In classical isocratic
elution, in the first row these degrees of freedom are; the column dimensions,
the injected amounts and the flow rates [54]. It has been demonstrated
frequently, that classical elution is not always the most attractive mode of
operation [52]. Often production rates and yields achievable using this mode
are not sufficient. For this reason several alternative operation highlighted
in the first chapter can be implemented.
The closed-loop recycling concept, introduced in section 1.3, can be ef-
fectively used to increase the number of theoretical plates without increasing
the actual length of the chromatographic column. The strategy involves re-
peated recycling of certain parts of the elution profile containing the target
component until the required separation is reached. As simulated for a model
ternary system in figure 5.1, the fraction containing the target component
can be collected in the example case considered at the end of the fourth cycle
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Figure 5.1: Simulated concentration profiles for a closed-loop recycling con-
figuration (see figure 1.2). The intermediate part of the profiles containing
the second (target) component is recycled until the required purity and yield
are achieved
Another promising alternative to improve production rates are the use
of solvent gradients. As mentioned in section 1.4.1, by increasing the elu-
tion strength of the mobile phase, the slowly eluting components could be
speeded up, reducing the cycle time. A concept of linear solvent gradient
was illustrated in figure 1.3.
It should be emphasized that the better separation performance achiev-
able by employing alternative operation modes is due to additional specific
degrees of freedom compared to classical elution. For example, in the closed-
loop recycling mode, variables like the number of cycles and concentration
thresholds for fractionation could be additionally optimized. In linear gra-
dient elution, the variables Cmod,start, Cmod,end, tg,end and tg,start (figure 1.3)
could be selected to improve the performance of the process.
The objective of the work presented in this chapter was to evaluate theo-
retically the potential of combining the advantages of both solvent gradient
and recycling modes. More specifically, an attempt was made to investigate if
an innovative process scheme which exploits closed-loop recycling combined
with an ”initial” gradient (CLR-G) could be advantageous with respect to
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typical objective functions compared to conventional isocratic batch elution
(B-ISO), batch gradient elution (B-G) and conventional isocratic closed-loop
recycling (CLR-ISO). The evaluation was carried out theoretically using a
simulation study considering a ternary feed mixture in which the intermedi-
ately eluting component as the target component.
5.2 Closed-loop recycling with an initial gra-
dient
The recycling strategy of the CLR-G scheme resembles that of the conven-
tional closed-loop recycling process, illustrated in figures 1.3 and 5.1. How-
ever, the first cycle is exposed to a linear gradient (varying the content of
the modifier in solvent between Cmod,start and Cmod,end). A part of this linear
gradient might be recycled back together with the part of the elution pro-
file containing unresolved components. Figure 5.2 illustrates concentration
profiles at the outlet of the column (simulated with the model considered in
section 5.4) for 4 cycles applied to separate component 2.
The amount of modifier in the mobile phase was changed in the simula-
tion immediately after the injection of the sample was completed. Hence, the
gradient profile appears at the end of the column after a period equivalent to
the sum of the retention time of the solvent (which is assumed here to have
no interaction with the solid phase) and the injection time of the samples.
The whole part of the profile of eﬄuent containing the intermediate compo-
nent is, recycled along with parts of the overlapping neighboring components
1 and 3. This part of the profile, including a solvent composition profile is
recycled directly back to the column inlet forming the second (recycled) in-
jection. Hereby, the re-injection of the recycled part of the profile occurs at
the inlet of the column after an additional dead time due to a finite volume of
the recycle path (trec). Thus, the elution profile part injected for the second
cycle (cut 1) could also still contain a modifier profile that will be recycled
along with the components. Again, the modifier in the reinjected part is
not retained and continues to propagate through the column with the mobile
phase velocity, which in turn might influence the elution profile of the most
retained component from the first injection (depending also on the volume
of the sample injected). In the example used for illustration, soon after the
re-injection of the part of the profile in the second cycle, the modifier vol-
ume fraction reaches its final value (Cmod,end) and subsequent cycles behaves
like an isocratic closed-loop recycle scheme exploiting exclusively this final
modifier concentration. The recycling procedure can be stopped after a fixed
number of cycles or as soon as required purity and yield criteria are met. In
the case illustrated in figure 5.2, the target component 2 is harvested in the
fourth cycle. Finally for periodic operation, a regeneration step is needed to



















































































In order to compare the different chromatographic operation modes men-
tioned above, competitive Langmuir adsorption isotherms were used (in-
troduced in section 3.2.2, equation 3.27). The effects of changing mobile
phase concentration were incorporated into the adsorption isotherm param-
etes ai and bi as a function of Cmod (see equations 3.28 and 3.29). When
the Henry coefficients of two closely eluting peaks vary with Cmod, their
separation factors (αi,j=aj/ai with aj > ai) also vary. With an increase
in modifier volume fraction, the separation factor between two neighboring
components could remain constant, decrease (converging case) or increase
(diverging case). Since we consider here a set of two separation factors as-
sociated with a ternary mixture (α1,2 and α2,3), each with three possible
dependencies on Cmod, 9 different cases are possible in principle (constant-
constant, divergent-convergent, divergent-divergent etc.). Combinations in-
volving constant and the case divergent-divergent have been omitted in this
study. Thus, the proposed CLR-G scheme was analyzed below and compared





The convergent-convergent type is often exhibited in the reversed phase sepa-
ration of small molecules in a homologous series, for example [109]. The types
of adsorption isotherm behaviors mentioned above were investigated consid-
ering typical retention time and selectivity dependences of small molecules
with change in solvent strength. As in [35], the values of a1,i and a2,i (equa-
tion 3.28) given in table 5.1 were generated in such a way that the Henry
coefficient a2 is reduced from 39 to 6 with increasing modifier volume frac-
tion between 5 and 50 %, along with an increase in selectivities (α1,2 and
α2,3) from 1.2 to 1.3 divergent) or a decrease in selectivities from 1.3 to 1.2
(convergent). The gradient start and end values of the modifier volume frac-
tions were fixed at the values mentioned, i.e. 5 and 50%. Additionally, the
saturation capacities of the stationary phase (qsat,i) were assumed to be 50
[mg/ml] for all components. Based on this assumption and the calculated
a1,i and a2,i values, isotherm parameters b1,i and b2,i could be derived from
equation 3.29 and the relation bi = ai/qsat,i. All parameters applied below
are summarized in table 5.1. As an example, the dependencies of ai and αi,j
on Cmod for the convergent-divergent case are illustrated in figure 5.3.
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Table 5.1: Adsorption isotherm parameters of equations 3.28 and 3.29, for
three different cases (see Figure 5.3 for illustration)
Isotherm First Second Third
parameters component component component
i = 1 i = 2 (target) i = 3
convergent - convergent
a1,i 0.0025 0.0022 0.0019
a2,i -0.7782 -0.8129 -0.8477
b1,i 0.3856 0.2715 0.1967
b2,i -0.7782 -0.8129 -0.8477
for Cmod = 5.0
ai 30.0000 39.0000 50.7000
bi 0.6000 0.7800 1.0140
αi,i+1 1.3000 1.3000 -
for Cmod = 50.0
ai 5.0000 6.0000 7.2000
bi 0.1000 0.1200 0.1440
αi,i+1 1.2000 1.2000 -
convergent - divergent
a1,i 0.0025 0.0022 0.0014
a2,i -0.7782 -0.8129 -0.7782
b1,i 0.3856 0.2715 0.2177
b2,i -0.7782 -0.8129 -0.7782
for Cmod = 5.0
ai 30.0000 39.0000 46.8000
bi 0.6000 0.7800 0.9360
αi,i+1 1.3000 1.2000 -
for Cmod = 50.0
ai 5.0000 6.0000 7.8000
bi 0.1000 0.1200 0.1560
αi,i+1 1.2000 1.3000 -
divergent - convergent
a1,i 0.0033 0.0022 0.0019
a2,i -0.8477 -0.8129 -0.8477
b1,i 0.3325 0.2715 0.1967
b2,i -0.8477 -0.8129 -0.8477
for Cmod = 5.0
ai 32.5000 39.0000 50.7000
bi 0.6500 0.7800 1.0140
αi,i+1 1.2000 1.3000 -
for Cmod = 50.0
ai 4.6154 6.0000 7.2000
bi 0.0923 0.1200 0.1440
αi,i+1 1.3000 1.2000 -
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(a) Influence of Cmod on ai














(b) Influence of Cmod on a2/a1 and a3/a2
Figure 5.3: Dependencies of adsorption isotherm parameter ai (equations
3.28 and 3.29) on modifier volume fraction Cmod; convergent-divergent case,
(parameters from Table 5.1)
Table 5.2: Parameters of the chromatographic system analyzed
System parameters Value
Length of the column (L) 10 [cm]
Cross sectional area of the column (Acol) 0.6 [cm
2]
Total column porosity () 0.775
Number of theoretical plates (N) 1000
Linear velocity of mobile phase (u) 2.1505 [cm/min]
Initial injected sample concentration (Cinj,i) 20 [g/l]
(Cinj,1=Cinj,2=Cinj,3)
Desired purity of component 2 (Pulim) 99%
Threshold concentration for fractionation (Cthr) 10
−3 [g/l]
5.4 Column model and numerical solution
The Craig model introduced in section 3.1.1 was used to simulate the elution
profiles for all the modes studied. It is particularly suited for modeling sepa-
ration processes involving solvent gradients [54]. The corresponding equation
3.1 was used to simulate the propagation of components in the column. In
the equation, the equilibrium loadings
qi,p = qi,p(C1,p, C2,p, ..., CN,p, Cmod) (5.1)
are also dependent on Cmod as described by equations 3.27, 3.28 and 3.29.
To adjust the predictions of this discrete stage model to the real continuous
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where t0 is the elution time of a non-retained compound or the column hold
up time. To complete the mathematical model, proper inlet and boundary
conditions are needed. The following conditions were used:
C0i,j = 0 i = 1, Nc j = 1, N (5.4)
Cki,0 =

Ci,inj for 0 ≤ k∆t ≤ tinj,end,1 [r=1, feed injection]
Ci,P,k∆t−trec for tinj,start,r ≤ k∆t ≤ tinj,end,r [r>1, recycle]
0 for k∆t ≥ tinj,end,r [ r=1,Ncyc, elution]
(5.5)
In the above equation, tinj,start,r and tinj,end,r represent the starting and ending
time of injection in the rth cycle out of Ncyc, with tinj,start,1 = 0.
The inlet conditions for the non retained modifier with a first cycle linear
gradient can be written as:
C0mod,z = Cmod,start (5.6)
Ckmod,0 =

Cmod,start + (k∆t− tg,start)G for Cmod ≤ Cmod,end
Cmod,end for Cmod > Cmod,end
Cmod,P,k∆t−trec for tinj,start,r ≤ t ≤ tinj,end,r
r = 2, Ncyc
(5.7)
where G represents the slope of the gradient, and tg,start the start time of
the gradient (in most of the cases after the injection of sample, i.e after
tinj,end,1). Figure 5.4 illustrates some profiles of the modifier volume fractions
for different gradient slopes G. The implicit set of equations resulting from
the Craig model (equations 3.1, 3.27, 3.28 and 3.29) were solved using the
strategy explained in section 3.3.
5.5 Operating parameters and objective func-
tions
Since a good part of this study is devoted in comparing the chromatographic
operating modes introduced before, focus was set on the effect of param-
eters specific to these modes. To evaluate the specific amounts injected, a
dimensionless total loading factor was considered, which incorporates the col-









































(1− )AcolLqsat 100 (5.9)
The objective functions considered were the production rate (Pr2) and the
recovery yield (Y2) of the second eluting component (target), introduced in
section 3.4 (see equations 3.36 and 3.37). The Y2 calculated were determined
for a purity (Pu2,des) constraint of 99%. When estimating the production
rate, of significant importance is the cycle time . When gradient elution
is used, the column needs to be periodically regenerated before a new in-
jection can be performed. Hence, an additional time treg was added to the
conventional cycle time, i.e:
tcyc,reg = tcyc + treg (5.10)
treg = t0rf (5.11)
Although this is a very optimistic assumption, below the regeneration time
was assumed to be the mobile phase retention time (treg = t0; i.e. rf=1
which implies that just one column volume is invested for regeneration). The
productivity evaluation carried out in this study assumed initially the same
regeneration time for all operational modes considered. To which extent this
assumption favors the gradient techniques is discussed later together with




Mathematical optimization is an excellent tool for comparing the perfor-
mance indices of various operation modes. Optimization approaches involved
in preparative chromatography were briefly explained in section 3.5. In our
case, the presence of the integer variable Ncyc (number of cycles) influences
the objective function Pr2 via equations 5.4 to 5.7. Each increment in Ncyc
leads to a sharp change in Pr2. Thus, the objective function in consideration
is discontinuous in nature giving rise to difficulties when using gradient based
optimization algorithms. Hence the simple grid search strategy was imple-
mented by generating the values of the objective functions on each point of
a uniform grid formed by the decision variables. The independent function
evaluations representing each point in the search space were carried out in
a grid computing environment. The search space was split into a number of
sub search spaces corresponding to the number of computers available on the
grid. Each sub search space was explored independently at the same time
by each available computer, thus saving considerable amounts of time. This
sort of a parallel grid search approach gives sets of optimal solutions (optimal
fronts) rather than a unique single solution. In this study, such optimal fronts
were generated and compared for the three adsorption isotherm cases in-
troduced above (convergent-convergent, convergent-divergent and divergent-
convergent) and the four different operational modes (B-ISO,B-G,CLR-ISO
and CLR-G) considered.
In the optimization of preparative separations, the primary degrees of
freedom are column dimensions, flow rate and concentrations of the injected
feed. The column dimensions in general are scaled very easily with pro-
duction rate. The optimal value of linear velocity is dictated by equations
that relate it to the column HETP, for example the Van Deemter equation
(equation 3.20). On the other hand upper limits of flow rates are constrained
by the maximum pressure drop of the column that could be handled. The
influence of these primary degrees of freedom mentioned above are rather
well understood [54]. Thus, the focus in this study was to study the effect of
those parameters specific to the operational modes considered. The general




subject to constraints arising from the system dynamics (equations 3.1, 3.27,
3.28, 3.29, 5.4-5.7), the purity (equation 3.35) and the bounds on the design
variables as given in Table 5.3. For all modes, the search was carried out
with two decision variables. The total loading factor (Lf,tot related to tinj,end,1
through equations (5.8) and (5.9)) was included in all cases along with the
variable specific to the operational modes, namely the modifier volume frac-
tion (Cmod) for isocratic cases and the gradient slope (G) for gradient cases,
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Table 5.3: Degrees of freedom consid-
ered for the four operational modes (fixed:
Cmod,start, Cmod,end, tg,start)












search range: 0.5-25 % with increment 0.5
†
search range: 5-50 % with increment 1
‡
search range: 0.1-5 %/min with increment 0.1 for
convergent-convergent case, 1 - 50 %/min with increment
1 for other two cases
as shown in Table 5.3. The cal-
culation was based on fixing the
feed concentration as Cinj,i = 20
mg/ml for i = 1, 3. Thus the
loading factor is a measure of the
injected volume Vinj. The num-
ber of cycles (Ncyc) performed
can also be framed as a deci-
sion variable, however the recy-
cling model was implemented in
such a way that Ncyc was incre-
mented (or recycling was carried
out) until a specified yield was
achieved or the peaks from sub-
sequent cycles started to overlap.
Also this output value of Ncyc is considered for comparison later in this study.
Additional degrees of freedom like the linear mobile phase velocity and start-
ing and ending values of the modifier gradients were kept constant (Tables 5.2
and 5.3). Thus, the aim of the study was to identify general trends regard-
ing a comparison of the operational modes considered, and not to perform a
complete optimization of all possible degrees of freedom.
5.7 Results and discussion
5.7.1 Convergent-convergent case
Initially, the convergent-convergent case (both αi,j decreases with increasing
Cmod) was implemented to compare the conventional operation modes (B-
ISO,B-G and CLR-ISO) with the CLR-G mode. The parameters given in
Tables 5.1 and 5.2 were used in the simulations. Thus, in this case, both α1,2
and α2,3 values varied between 1.2 and 1.3 in the modifier volume fraction
range from 5 to 50 %. Figure 5.5 shows the optimal fronts in the Pr2 - Y2
domain for all the four operational modes considered, with the corresponding
values of decision variables and required number of cycles depicted in figure
5.6.
It can be seen that the production rates (Pr2) corresponding to recovery
yields above 80% for the closed-loop recycle with gradient (CLR-G) scheme
are considerably higher than any other three schemes. The differences in Pr2
are rather small in comparison with the closed-loop isocratic recycling (CLR-
ISO) case for yields below 80 %. Additionally the production rates for batch
isocratic and gradient elution (B-ISO and B-G) remain much lower compared
to both schemes involving recycling. This is due to the fact that in the latter
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Figure 5.5: Optimal front plot: Pr2
v/s Y2 ; Convergent - convergent case
cases, the column could be loaded
to a larger extent. This is evi-
dent from the corresponding deci-
sion variable Lf,tot (figure 5.6a). The
optimal total loading factors for the
batch modes are below 10 % whereas
those corresponding to CLR-ISO
and CLR-G schemes reaches 20 %.
Comparing the optimal fronts for
the B-ISO and B-G cases, it can be
seen that the gradient elution out-
performs the isocratic case. The dif-
ferences in production rate however
are not very significant for yields above 99 % where both B-ISO and B-G
schemes give almost identical results. Figure 5.6b shows the number of cy-
cles (Ncyc) that was needed to reach maximum production rates for a given
yield. The values of Ncyc varied between 2 and 5 for the schemes involving
recycling and was obviously 1 for classical batch elution. It is evident that
higher recovery yields require more cycles for a given purity. Considering the
gradient slope it has to be kept in mind that for the convergent-convergent
case, a less steeper gradient (0< G <1 %/min) implies that the modifier
volume fraction remains close to the starting value (Cmod,start) longer, lead-
ing to better separation but slower elution. Whereas at very steep gradient
slopes (G >10 %/min), elution is much faster with reduced separation. It is
clear from figure 5.6c that at least for the B-G case, higher recovery yields
correspond to lower G values. A similar trend is seen for the B-ISO in figure
5.6d, where higher yields are obtained at lower modifier volume fractions,
again as a result of better separation. However in the case of the CLR-ISO,
the optimal Cmod values remain close to 50% (α1,2 and α2,3 values are at the
lower limit of 1.2) suggesting that the maximum production rate achieved
is due to faster elution with multiple cycles rather than better separation in
any single cycle.
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(a) Loading factors, Lf,tot



















(b) Number of cycles, Ncyc















(c) Gradient slope, G


















(d) Modifier volume fraction, Cmod
Figure 5.6: Decision variables corresponding to the optimal front plot (figure
5.5) for the convergent-convergent case
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Summarizing the comparisons made using convergent-convergent adsorp-
tion isotherm case, it can be noted that the CLR-G scheme certainly out-
performs the other three conventional techniques. The improvement in the
separation performance of CLR-G scheme over the isocratic scheme is a result
of the improved separation in the first cycle using a gradient which is com-
bined with fast resolution of the components using the subsequent isocratic
recycling mode.
For the sake of illustration, the simulated elution profiles for all the four
operational modes with parameters corresponding to the maximum produc-
tion rate at a recovery yield of Y2 = 99.5 % (enlarged squares in figures 5.5
and 5.6) are plotted in figure 5.7.
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(a) B-ISO, with, Ncyc = 1, Cmod =
13 % and Lf,tot = 4.5 % → Pr2 =
0.0505 mg/min cm2 and Y2 = 99.48
%































(b) B-G, with, Ncyc = 1, G = 0.7
%/min and Lf,tot = 5 % → Pr2 =
0.0618 mg/min cm2 and Y2 = 99.49
%



































(c) CLR-ISO, with Ncyc = 4, Cmod = 44 % and Lf,tot = 17.5
% → Pr2 = 0.1226 mg/min cm2 and Y2 = 99.48 %



































(d) CLR-G, with Ncyc = 4, G = 2.5 %/min and Lf,tot = 22.5 % →
Pr2 = 0.15132 mg/min cm2 and Y2 = 99.50 %
Figure 5.7: Elution profiles at the column outlet for the four operation modes
considering the Convergent-convergent case with optimized parameters cor-
responding to a yield around 99.5%; enlarged squares in figures 5.5 and 5.6
(other standard parameters from table 5.2)
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5.7.2 Comparison in a wider parameter range
From the optimal front plots (figure 5.5) presented above, it can be seen
that the CLR-G scheme outperforms the others in certain cases, however
the performance of the scheme needs to be compared over a larger range of
loading factors to identify correctly the domains of outperformance. Lower
modifier volume fraction in the first cycle of a CLR-G mode compared to the
subsequent ones supports better peak resolution initially, and the required
separation at the specified purity and yield is achieved by recycling actions
at higher volume fraction of the modifier. The combination of the two chro-
matographic techniques (gradient, recycling) helps in achieving the desired
result faster with improved production rates. Additionally the presence of
recycling steps results in less solvent consumption compared to batch oper-
ations. In order to compare the production rates of the CLR-G scheme to
its closest competitor, the conventional CLR-ISO scheme, the two configura-
tions were studied more systematically by varying the total loading factor up
to 25%, above the value at which the elution profiles from two consecutive
cycles start to overlap. Other parameters, namely the Cmod and G, were
taken from the optimum values corresponding to the convergent-convergent
case (enlarged squares in figures 5.6c and 5.6d).




























Figure 5.8: Comparison of CLR-
ISO and CLR-G schemes; production
rates (solid lines) and number of cy-
cles required (dashed lines) for the
convergent-convergent case: CLR-ISO
with Cmod = 44 (black) and CLR-G
with G = 2.5 (gray) , other parame-
ters from Table 5.2
The discrete nature of the ob-
jective function (Pr2) can be noted
from figure 5.8. The drop in Pr2
values corresponds to the prolon-
gation of the cycle time as a re-
sult of an extra cycle that is re-
quired to reach the specified sepa-
ration criteria. The production rate
of the CLR-G scheme often falls be-
low that given by the isocratic case
for a given loading factor when the
number of cycles required by the
two schemes are equal. It can also
be seen that the column for the
CLR-G scheme could be loaded to a
larger extent than for the CLR-ISO
scheme. CLR-G needs only one cy-
cle to reach the required target com-
ponent separation for total loading
factors below 3, whereas the optimal CLR-ISO case with Cmod = 44 requires
at least two cycles in any case. The CLR-G scheme in consideration would
facilitate separation for Lf,tot values up to 24.5 as against 19.25 for the op-
timal isocratic case. It can also be noticed that the performance of CLR-G
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drops below that of CLR-ISO when the number of cycles required is the same
for both schemes, for a given sample loading factor. This under-performance
of the CLR-G scheme occurs as a result of relatively longer retention times of
the components in the first cycle of CLR-G scheme (with an initial gradient)
compared to that of the CLR-ISO scheme, resulting in a longer overall cy-
cle and thus diminished production rates. Hence under such circumstances
when cycle times are likely to be higher than that for CLR-ISO scheme,
the proposed scheme would be less attractive in terms of production rates.
However, both modes of operations involving recycling can be operated at
higher loading conditions to improve production rates significantly compared
to conventional single cycle batch elutions.
The results discussed above were attained using identical regeneration
times. Hence in order to evaluate more specifically the effect of regeneration
, the rf value in equation (5.11) was varied over a wide range to elucidate its
effect on the objective functions.
5.7.2.1 Role of regeneration time




























rf = 1.74 rf = 4.06
Figure 5.9: Dependence of production
rate on the regeneration factor (rf );
in accordance with equations 3.37,5.10
and 5.11
The regeneration time for the pro-
duction rate evaluation is incorpo-
rated into the cycle time (equa-
tion (5.10)), and was taken as t0
(rf=1) for all the calculations pre-
sented above. Often regeneration is
not required in case of isocratic op-
erations. However occasionally it is
carried out due to the presence of
strongly retained impurities [32]. In
contrast, it is a necessary step in the
case of an operation involving gra-
dient elution. The production rates
for the four operational modes were
compared at optimal conditions cor-
responding to Y2 ' 99.5% (enlarged squares in figures 5.5 and 5.6 character-
ized by parameters in Fig. 5.7) by varying the regeneration factor between
0 and 6 as shown in Fig. 5.9.
The production rates of batch elutions estimated at lower loading factors
are lower than those for closed-loop operations throughout the range of rf
considered, with Pr2 decreasing for increasing rf for all the four cases in
accordance with equations 3.37 and 5.10. In the case of isocratic closed-loop
recycling without any regeneration (rf=0), it could be seen that under the
given conditions, the production rates achievable by the CLR-G scheme are
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Figure 5.10: Optimal fronts plot: Pr2
v/s Y2 ; Convergent - convergent
case; isocratic modes without regener-
ation (rf=0) and gradient modes with
longer regeneration time (rf=5)
still higher for rf up to 4.06. Sim-
ilarly in the case of batch elution,
the gradient case with regeneration
outperforms the isocratic case for re-
generation factors up to 1.74.
The performance of operational
modes involving gradient elution
were compared with those of the iso-
cratic case in a more realistic man-
ner: the regeneration factor rf in
case of the former was set to 5 and
those for the latter at 0, i.e without
regeneration during isocratic opera-
tion. figure 5.10 shows the resulting
optimal fronts plot. Clearly with no
regeneration time the CLR-ISO scheme yields marginally better production
rates at higher yields than the CLR-G scheme. This is also true for the
simple batch case, where the B-ISO schemes outperform the B-G scheme
significantly at high recovery yields. Thus, the influence of the regeneration
time is a critical factor when comparing operational modes involving gradient
elution to that of isocratic ones. In order to see any appreciable degree of
outperformance; even in case of simple batch elutions, the time devoted for
regeneration needs to be as low as possible.
5.7.3 Convergent-divergent case




















Figure 5.11: Optimal fronts plot: Pr2
v/s Y2; Convergent - divergent case
In the convergent-divergent case, the
separation factor α1,2 decreases from
1.3 to 1.2 for a change in Cmod from
5 to 50%, whereas α2,3 increases
from 1.2 to 1.3 for the same Cmod
change. This implies that with in-
creasing modifier volume fraction,
the first component moves towards
the second (target) component and
the third component away from the
second. Figure 5.11 shows the op-
timal fronts for all four operational
modes for rf=1, with the corre-
sponding values of decision variables and the required number of cycles de-
picted in figure 5.12.
The difference in the performance of the CLR-G mode in this case is
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not significantly different from that of CLR-ISO. Their optimal fronts are
very close to each other, with the one corresponding to CLR-G being slightly
higher (figure 5.11). Similarly the performance of the batch elutions (B-ISO
and B-G) are nearly identical. This marginal difference in performance arises
from the fact that there is no special advantage of CLR-G over CLR-ISO in
terms of loadability and number of cycles required. It is evident from figures
5.12a and 5.12b that the decision variables Lf,tot and Ncyc obtained for both
schemes lie very close to each other. Unlike in convergent-convergent case
where the G values corresponding to the optimal front fall below 10%, in
this case they are seen in a wider range up to 50 %. However the trend seen
in B-G scheme with respect to the optimal G values are similar to that of
the convergent-convergent one, i.e higher recovery yields correspond to lower
G values. Likewise, the Cmod values corresponding to the optimal front of
B-ISO also shows a decreasing trend for increasing Y2. Compared to the
convergent-convergent case, optimal values of Pr2 are found at relatively
higher values of G and Cmod. This is because of the fact that an increase in
G or Cmod increases the separation factor between the target and the most
retained component (i.e α2,3) and favors improved production rates.
65

















(a) Loading factors, Lf,tot



















(b) Number of cycles, Ncyc















(c) Gradient slope, G


















(d) Modifier volume fraction, Cmod
Figure 5.12: Decision variables corresponding to the optimal fronts plot (Fig-
ure 5.11) for the convergent-divergent case
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5.7.4 Divergent-convergent case




















Figure 5.13: Optimal fronts plot: Pr2
v/s Y2 ; Divergent - convergent case
In the third case of possible adsorp-
tion isotherm behavior considered,
α1,2 increases from a value 1.2 to
1.3 for increasing values of Cmod,
while α2,3 decrease from 1.3 to 1.2.
Thus with increasing modifier vol-
ume fraction, the first component
moves away from the target and the
third one moves towards it. Fig-
ure 5.13 shows the optimal fronts
for all four operational modes con-
sidered, with the corresponding val-
ues of decision variables and the re-
quired number of cycles depicted in
figure 5.14.
It can be noticed that in this case, the production rates for all opera-
tional modes considered are much higher than that of those obtained for the
convergent-convergent and convergent-divergent cases (figures 5.5 and 5.11).
A higher separation factor between the first and the second (target) compo-
nent (α1,2) has a more pronounced influence on the production rate of the
target component than a similar separation factor between the second and
third component(α2,3) [95]. This fact is confirmed by the obtained results.
Compared to the CLR-ISO scheme, the performance of CLR-G is not
significantly higher. Similarly, the optimal fronts plot for the batch gradient
elution lies very close to the batch isocratic case. The total loading fac-
tors and number of cycles that corresponds to the optimum lie in a range
similar to the previous cases. In comparison with the previous two cases,
the optimal values of G shows similar trend (figure 5.14c), i.e yields close
to 100% are achieved at lower values of the gradient slopes, both in B-G
and CLR-G schemes for reasons explained before. However since an increase
in G increases α1,2 and thereby favoring much larger Pr2 compared to the
convergent-divergent case, even higher optimal G values are seen for both
batch and closed-loop gradient schemes. Similarly for optimal Cmod values
as shown in figure 5.14d, optimal Pr2 at very high yields are achieved at
lower values of Cmod compared to those for lower yields. As a result of the
increased production rates with increased α1,2 values, Cmod remains close to
50%/min for lower yields in both isocratic schemes.
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(a) Loading factors, Lf,tot



















(b) Number of cycles, Ncyc















(c) Gradient slope, G


















(d) Modifier volume fraction, Cmod
Figure 5.14: Decision variables corresponding to the optimal fronts plot (Fig.
5.13) for the divergent-convergent case
5.8 Conclusions
In this chapter, a new preparative chromatographic operation mode with
characteristics of conventional closed-loop isocratic recycling and gradient
elution (CLR-G) was evaluated theoretically for the separation of a ternary
mixture considering the intermediately eluting component as the target. The
resulting production rates (Pr2) over a range of recovery yields of the target
component (Y2) were compared for different adsorption isotherm behaviors
(convergent-convergent, convergent-divergent and divergent-convergent) with
those of the conventional batch (B-ISO and B-G) and recycling (CLR-ISO)
operational modes.
Applying recycling, larger amounts of substance can be separated per
unit time. Hence the CLR-ISO and CLR-G operational modes yields higher
production rates compared to the batch modes. As shown in figure 5.8, for
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the convergent-convergent case, the initial gradient often allows the CLR-G
scheme to achieve the desired degree of separation at a given loading in fewer
cycles than the CLR-ISO process. Under such circumstances, applying the
CLR-G scheme would result in a higher production rate than the CLR-ISO
scheme.
The CLR-G scheme shows a distinct degree of outperformance when the
separation factors between the target component and its two neighbors de-
crease with decreasing Henry coefficients. The improvements however are
not significant and the performance closely matches that of the conventional
CLR-ISO scheme when either of the two separation factors increase with
decreasing Henry coefficients (convergent-divergent and divergent-convergent
cases).
The improvement in performance achieved by the CLR-G scheme comes
however with a drawback, i.e the requirement for regeneration at the end
of the cycles. Hence to apply the CLR-G scheme involving regeneration of
the column, it has to be kept in mind that this regeneration time needs
to be as short as possible. Another factor to be considered in large scale
chromatographic process is the recycling of solvents, which in fact becomes
more difficult in the presence of solvent gradients.
The conclusions made above outline the potential of using CLR-G scheme
in the preparative isolation of a target component. For a comprehensive pic-
ture on the application of CLR-G scheme, further rigorous theoretical and
experimental work is needed. The experimental realization could be easily
done by adding the valves needed to implement the conventional closed-loop
recycling along with a gradient system to the conventional equipment. One
of the potential problems of efficient and reliable recycling implementations
will be the need for component specific detectors to facilitate precise fraction-
ation. In addition, for successfull practical applications, dispersion caused in
the recycle loop by the pump must be carefully minimized.
The preparative separation concepts considered in this chapter relied on
exploiting the benefits of changes in solvent strength and recycling concepts .
Another possibility to improve the performance parameters of separating an
intermediate target compond is to optimally use different stationary phases.




Theoretical study of ternary sep-
arations using multiple station-
ary phases
Excerpts of results in this chapter were published earlier by the author in
Journal of Chromatography A [86].
6.1 Introduction to the separation problem
As reviewed in section 1.4.2, the application of multiple stationary phases in
analytical chromatography are widespread. By using intermediate capture
and injection mechanisms, chromatographic columns with multiple station-
ary phases could be used in the 2D mode to improve peak capacities and
resolution (analytical). In addition to the mixed mode operation, another
faster and easier method is to directly couple multiple stationary phases
without any storage in between.
In this chapter, the objective was to extend the concept of directly cou-
pling and the concept of mixing several stationary phases to preparative
chromatography. To get some insight, the potential of using a two station-
ary phase configuration was investigated theoretically, studying the prepar-
ative separation of multi-component mixtures, where intermediately eluting
components were treated as the targets. For assumed (typical) adsorption
isotherm parameters, the influence of relative segment lengths, injected vol-
umes and the segment order on the production rates and yields of the target
components was investigated for the serially coupled case. The key parameter
considered for mixed mode was the mix ratio.
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6.2 Theory
A serial connection of two chromatographic segments A and B filled with
different stationary phases is illustrated in Fig. 6.1. In addition to the indi-
vidual segment lengths (lA and lB), each segment is characterized by a specific
equilibrium between the fluid and stationary phase concentrations. In liquid
Figure 6.1: Preparative isolation of a target component by serially coupling
two chromatographic segments.
chromatography, the separation factors and retention times differ slightly in
similar stationary phases when exactly the same mobile phase is used, e.g
[110, 111]. In certain cases however, the variations can be significant. For
example in [112, 113], embedding polar groups in RP and HILIC gives rise
to variations in selectivities includingreversals in addition to influences on
retention times. Thus, it can happen that for different stationary phases and
the same mobile phase, a) specific separation factors of a target component
with respect to its immediate neighbors can differ and b) all components
elute slower or faster with constant or varying degrees of separation.
In order to illustrate the influence of discrete changes in stationary phase
on the separation of an intermediately eluting component, the following pos-
sible scenarios were investigated in a case study :
• Case I : Selectivity differences
• Case II : Retention time differences
Case I contemplates a scenario where a segment in which the target com-
ponent nearly co-elutes with its less retained neighbor is coupled to another
one where the target nearly co-elutes with its more retained neighbor or vice
versa. This case is illustrated in Fig. 6.2a. Case II is illustrated in Fig.
6.2b, where a chromatographic segment characterized by faster elution but
relative poor separation is coupled with one characterized by better separa-
tion but slower elution. In reality, feed mixtures consists often of much more
than three components. Hence in Case III, a separation problem with seven
components [50] was analyzed using again two stationary phases possessing
different properties.
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(a) Case I : Exploiting the differences in
selectivity between the segments
(b) Case II : Exploiting the differences
in retention time between the segments
Figure 6.2: Scheme representing preparative separation of a ternary mixture
for two cases of different adsorption isotherm sets (a and b).
6.2.1 Column model and isotherm parameters
To model the ternary system, the equilibrium dispersive model introduced
in section 3.1.2 was used because of its speed and accuracy. The mass bal-
ance equations given in equation 3.10 were integrated numerically using the




Cinj,i for 0 ≤ t ≤ tinj,end,j and j = j1 (first segment)
Ci|x=lj∗ for tinj,start,j ≤ t ≤ tinj,end,j and j 6= j1
(j∗ → preceding segment)
(6.1)
In the conditions above, the first segment inlet condition were taken as a
pulse injection. The second segment then used the elution profile of the
preceding (first) segment as the input profile.
In case of the isotherm model, the competitive Langmuir relationship
introduced in section 3.2.2 were used. The equilibrium dependancy given by







with i = 1, Nc and j ∈ {A,B} (6.2)
In the above equation, the parameters ai,j and bi,j represents the isotherm
parameters for each component i in stationary phase j. The separation
factor between two neighboring components were calculated according to the
equation 3.26. The parameters used in this study to describe the adsorption
isotherm behaviors of Case I and Case II are shown in Table 6.1.
To demonstrate the effect of competition between neighbors in Case I,
the separation factors were specified to be 1.1 and 2.0 for the two segments
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in changing order. Identical Henry constants (a2,j=5) were assumed for the
second eluting component in both segments. The corresponding Henry co-
efficient for the neighbors were then calculated using the αi,k,j. To take into
account non linear behavior, a constant saturation capacity (qsat) of 50 [g/l]
was assumed for all the components in each of the stationary phases. This
allowed to specify parameters bi,j from the relation bi,j = ai,j/qsat. For Case
II, to the target component in the ’fast elution poor separation’ segment was
given an a2,A value of 1.0. To mimic a poor separation,the separation factors
(α2,1,A and α3,2,A) were set to 1.1. On the other hand, for the ’slow elution
good separation’ segment B, an a2,B value of 12 was used and separation fac-
tors α2,1,B = α3,2,B = 2.0. The Henry coefficients a1,A, a3,A, a1,B and a3,B of
the neighbors were then calculated. To specify the bi,j values, again ai,j/qsat
with qsat = 50 g/l was used.
Table 6.1: Adsorption isotherm parameters of equation (6.2), for ternary
mixtures of case I and case II, see Fig. 6.14 for illustration
Isotherm First Second Third Separation
parameters component component component factors
i = 1 i = 2 (target) i = 3
Case I
ai,A 4.5455 5.0000 10.0000 α1,2,A=1.1, α2,3,A=2.0
bi,A 0.0909 0.1000 0.2000 for segment A
ai,B 2.5000 5.0000 5.5000 α1,2,B=2.0, α2,3,B=1.1
bi,B 0.0500 0.1000 0.1100 for segment B
Case II
ai,A 0.9091 1.0000 1.1000 α1,2,A=1.1, α2,3,A=1.1
bi,A 0.0182 0.0200 0.0220 for segment A
ai,B 6.0000 12.0000 24.0000 α1,2,B=2.0, α2,3,B=2.0
bi,B 0.1200 0.2400 0.4800 for segment B
For Case III a 7 component mixture was considered. The ai,j values were
taken from Nyiredy et al. [50] for two segments (denoted as ’CN’ and ’PH’
in their work), as tabulated in Table 6.2.
From the ai,A values and calculated separation factors between each com-
ponents, it can be seen that segment A yields a poor separation with a faster
elution. On the other hand, the components remain longer in segment B
(higher ai,B values) with good separation between components 1-2 and 3-4.
Non-linearp behavior was introduced in the same manner as described above
for Case I and Case II.
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Table 6.2: Adsorption isotherm parameters of equation (6.2), a 7 component
mixture case III, ai,j values from Nyiredy et al. [50] and calculated bi,j values
for qsat = 50 [g/l]
Component i Segment A Segment B
ai,A αi,i+1,A bi,A ai,B αi,i+1,B bi,B
1 4.6823 1.0952 0.0936 13.2370 1.4047 0.2647
2 (target 1) 5.1282 1.0870 0.1026 18.5940 1.1017 0.3719
3 (target 2) 5.5741 1.0400 0.1115 20.4850 1.2462 0.4097
4 5.7971 1.0769 0.1159 25.5280 1.0123 0.5106
5 6.2430 1.0357 0.1249 25.8430 1.1342 0.5169
6 6.4660 1.0345 0.1293 29.3100 1.0753 0.5862
7 6.6890 — 0.1338 31.5160 — 0.6303
6.2.2 Objective functions and operating parameters
Since the main part of this study was to compare the performance of different
chromatographic segments coupled in series, suitable objective functions had
to be formulated. The product of production rate (Pri, equation 3.37) and
recovery yield (Yi, equation 3.36) was chosen as the one to be maximized. In
a multi component mixture, the fastest and slowest eluting components are
much more easy to isolate than the intermediate ones, hence below only op-
timized PriYi values of intermediate components were considered (i.e. Pr2Y2
for Cases I and II, PriYi with i = 2, 3 for case III ).
In the optimization of a preparative separation, the importance of pri-
mary degrees of freedoms such as the flowrate, column dimensions and the
concentrations of feed are rather well understood [54]. Hence only those
parameters relevant to the multiple segment arrangement (relative segment
lengths, orders and injected sample sizes) were studied below. The relative
segment length can be defined as xj = lj/L. With L being the overall length,
which is for two segments lA + lB, where lj represents the length of segment
j. The total length of the two segments was taken as 20 cm, with internal
column diameter of 3 mm to resemble an available segment assembly [51].
Additionally, the porosity (j) of the two segments were assumed to be 0.6
with an identical HETP of 0.01 cm . The volumetric flowrate considered
was 0.6 ml/min (i.e. u = 14.14 cm/min), analogous to the one used in [50].
Yield and purity were estimated from the elution profiles using a threshold
concentration to fix the cycle times (tcyc). The fractionation of the elution
profiles were based on a desired purity of 99 % with a threshold concentration
of 10−3 g/l. The feed concentrations were set to 20 g/l for all the components
inorder to operate in the non linear range of the adsorption isotherms. The
standard parameters used in the study are summarized in Table 6.3.
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Table 6.3: Parameters of the chromatographic system analyzed
Parameter Value
Total length of the coupled segments (L) 20 [cm]
Inner diameter of each segment (dc) 0.3 [cm]
Total segment porosity (j) (A = B) 0.6 [-]
Height Equivalent to Theoretical Plates (HETP) 0.01 [cm]
(Number of theoretical plates = 2000)
Volumetric flow rate (V˙f ) 0.6 [ml/min]
Initial injected sample concentration (Cinj,i) 20 [g/l]
(Cinj,1=....=Cinj,Nc)
Desired purity of component i (Pulim) 99%
Threshold concentration for fractionation (Cthr) 10
−3 [g/l]
6.2.3 Parametric study and optimization
To study the influence of coupling two chromatographic segments on the
separation performance, the relative length xA was varied between 0 and 1.
A value of xA = 1 implies the use of segment A alone and xA = 0 implies that
only segment B is used. Additionally to elucidate the influence of segment
order, performance differences in the two possible configurations A-B and
B-A were analyzed. In addition, the injected volume (Vinj) was changed
systematically in a wide range in order to study its influence.
As discussed in section 3.5.1, a popular meta-heuristic optimization ap-
proach is the genetic algorithm (GA) [114]. The concept of the GA is based
on the principles of genetics and the Darwinian principle of natural selec-
tion, i.e., the survival of the fittest. Such principles are embodied in the
GA by employing a series of probabilistic operators such as reproduction,
crossover and mutation all of which are inspired by natural genetics. The
GA has been successful in solving engineering optimization problems in many
previous studies [115, 116].
Thus optima of PriYi were searched in the two parameter space xA-
Vinj for both segment orders (A-B and B-A) using MATLAB GA Toolbox.
Parameter xA was varied in the feasible range between 0 and 1. Whereas
Vinj was varied in a sensitive region, where the productivity increases from
zero to reach a maximum and decreases to zero with increase in Vinj. Hence
only this range was considered for the optimization of each scenario. The set
of solver configurations summarized in Table 4 was used for the search.
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Table 6.4: Solver settings used for MATLAB Genetic Algorithm Toolbox
Parameter Value
Population size 20
Number of generations 100





Elite count 10% of population
6.3 Results and discussions
6.3.1 Case I
(a) Case I ; order A-B
(b) Case I ; order B-A
Figure 6.3: Case I : Pr2Y2 plot in Vinj
- xA space for the two segment orders,
other parameters from Tables 6.1 and
6.3
In this configuration, the target to
be isolated nearly co-elutes with its
more retained (segment A) or less
retained (segment B) neighbor. As
mentioned before, the quest was to
investigate the influence of the rela-
tive length of each of these segments
and the order of arrangement on the
separation performance.
Initially, the performances of the
individual segments alone were an-
alyzed. The optimal values of Vinj
were estimated for xA = 1 (A alone)
and xA = 0 (B alone). The results
are given in Table 6.5. It can be
observed that segment B in which
components 2 and 3 are well sepa-
rated from component 1 (α2,3,B >
α1,2,B ) performs much better (Pr2Y2
= 604.1 against 14.1 µg/cm2 min).
Component 2 eluting very close to
component 3 results in a peak over-
lap between the two. As a result of
the non linear peak shapes, the tail-
ing part of component 2 (with pro-
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gressively lower concentrations) overlaps with the third component. On the
other hand, the shock front of the target component remains well separated
from the first component, thus the high concentrated, non overlapping part
of the target component at a higher concentration can be collected with the
required purity. Hence segment B facilitates the isolation of the target with
a high yield.
However, component 2 elutes very close to the component 1 in segment
A. Therefore the trailing part of the component 1 overlaps with the shock
front and the high concentrated part of the target peak, resulting in a lower
recovery yield. Besides, higher values of a3,A ( a3,A = 10 compared to a3,B =
5.5) contribute to a longer cycle time, decreasing the production rate.
To analyze the influence of order in a coupled column, a parametric study
was carried by varying xA in the range between 0 to 1 and Vinj in the range
between 0.01 and 0.15 ml. The resulting objective function values (Pr2Y2)
are plotted in the Vinj − xA parameter space as shown in Fig. 6.3 for both
segment orders (A-B and B-A) . The Pr2Y2 value increases with increasing
volume injected initially until they reach a maximum and then decreases
due to overlapping peaks. Similar trend is also seen along varying relative
length. For any given value of Vinj there is an optimal value of xj providing
a maximum value of Pr2Y2.
In order to find an optimum value for comparison, the search space as
shown in Fig. 6.3 was scanned using MATLAB Genetic Algorithm (GA)
Toolbox for both segment arrangements. The resulting optimum values are
tabulated in Table 6.5. The two segments when coupled in both arrangement
with optimal relative lengths, perform better than the individual segments
with the same total length. Additionally, the assembly with segment order A-
B clearly outperforms the one with B-A order (5829.8 against 4336.0 µg/cm2
min). The resulting elution profiles of the optimal case (Table 6.5) along
Table 6.5: Case I : Optimal values of Pr2Y2 for the combination and individ-
ual segments (xA ∈ {0, 1}), along with the resulting parameters. Optimized
using GA Toolbox (settings from Table 6.4)
Segment Pr2Y2 Vinj xA Pr2 Y2
order [µg/cm2 min] [ml] [-] [µg/cm2 min] [-]
A 14.1 0.0109 1 104.5 0.1352
B 604.1 0.0131 0 1016.2 0.6114
A-B 5829.8 0.0744 0.3132 6086.9 0.9578
B-A 4336.0 0.0814 0.4626 5291.3 0.8195
with the profiles in between the two segments are plotted in Figures 6.4a and
6.4b. Even though segment A is inferior in separating the target compared
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to segment B, the optimization results suggest that separation performance
can be improved by serially connecting segments A and B. This observation
is specific to Case I and is related to the fact that the target component
has identical retention times in both segments (a2,A = a2,B). However, the
approach described above should also be able to identify optimum conditions
for other thermodynamic constellations.
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Segment A [ lA   = 6.264 cm] Segment B [ lB   = 13.736 cm]








































(a) Order A-B : Vinj = 0.0744 ml, xA = 0.3132 with Pr2Y2 = 5829.8 µg/cm2 min. Co-
elution of target component with least retained component in the first segment aids better
separation. Parameters from Tables 6.1 and 6.3
Segment B [ lB   = 10.748 cm] Segment A [ lA   = 9.252 cm]








































(b) Order B-A : Vinj = 0.0814 ml, xA = 0.4626 with Pr2Y2 = 4336.0 µg/cm2 min. Target
component eluting with the most retained component in the first segment yields relatively
lower separation. Parameters from Tables 6.1 and 6.3
Figure 6.4: Case I : Elution profiles for the optimal parameters (see Table
6.5)
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Unlike in preparative separations, one of the objectives in analytical (lin-
ear) separations is to find an optimal separation factor between the target
and its neighbors. In a column assembly with the Case I type adsorption
isotherm parameters, an optimal analytical separation can be achieved also
by simply varying the relative segment lengths. The resulting effective sep-




with ak,eff > ai,eff and (6.3)
ai,eff = ai,AxA + ai,B(1− xA) (6.4)























































α2,3,eff xA = 0.4260
Figure 6.5: Effective separation fac-
tors of the serial assembly as a func-
tion of relative segment lengths, equa-
tion (6.3). Optimal values of αi,k,eff
for preparative case (xA = 0.3132 for
A-B and xA = 0.4626 for B-A ) differ-
ent from that of analytical case (xA =
0.4260)
The effective separation factors
for xA in the range 0 to 1 is plot-
ted in Fig. 6.5. The optimal
analytical separation occurs when
the target is equally separated from
both of its neighbors (α1,2,eff =
α2,3,eff ). In this case it is found
to be at xA = 0.4260. On the
other hand the preparative separa-
tion predicts optimal Pr2Y 2 values
at xA = 0.3132 (A-B) and xA =
0.4626 (B-A). In the configuration
A-B, where the initial separation oc-
curs in segment A (target nearly co-
elutes with first component), the op-
timal preparative separation seems
to happen when the effective sepa-
ration factor between first and sec-
ond (target) component is high (i.e.
α1,2,eff > α2,3,eff , for xA = 0.3132).
Similarly for B-A configuration in
which initially the target nearly co-
elutes with the component 3, the optimal preparative separation occurs when
α1,2,eff < α2,3,eff , at xA = 0.4626. Thus, it can be summarized that unlike
in analytical separations, as a result of the underlying non-linearpities of ad-
sorption isotherms, for preparative separation the performance is significantly
influenced by the order of the chromatographic segments.
6.3.2 Case II
In the second case studied, the focus was to exploit essentially retention
time differences, where a chromatographic segment which is characterized by
fast elution but poor separation is coupled to a segment which yields better
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separation at the cost of slow elution. For the applied adsorption isotherm
parameters (Table 6.1), the optimum values of Pr2Y2 were searched again in
the Vinj - xA space, within the sensitive ranges (Vinj : 0.05 - 0.25 ml and xA
: 0 - 1). The resulting optimum values for individual segments A and B and
their assemblies in the orders A-B and B-A are tabulated in Table 6.6.
Table 6.6: Case II : Optimal values of Pr2Y2 for the combination and individ-
ual segments (xA ∈ {0, 1}), along with the resulting parameters. Optimized
using GA Toolbox (settings from Table 6.4)
Segment Pr2Y2 Vinj xA Pr2 Y2
order [µg/cm2 min] [ml] [-] [µg/cm2 min] [-]
A 0 - 1 0 0
B 4337.7 0.2034 0 4376.2 0.9912
A-B 4382.3 0.1868 0.0898 4410.7 0.9936
B-A 4337.7 0.2034 0 4376.2 0.9912
Since the components migrate very fast with very poor separation in seg-
ment A, the given length of A alone does not lead to any successful separation
in the range of volumes of sample injected. However with sufficient retention
time and good separation, there exists an optimal value (Pr2Y2 = 4337.7
µg/cm2 min) for an injected volume of 0.2034 ml when segment B alone is
used. At this optimum there is nearly complete separation (Y2 = 0.9912).
Figure 6.6: Case II : Pr2Y2 plot in Vinj
- xA space for the segment order A-B,
other parameters from Tables 6.1 and
6.3
Subsequently, coupling of both
segments was studied. The order
A-B results in an optimum with
xA value of 0.0898 and slightly
improved performance (Pr2Y2 =
4382.3 µg/cm2 min). With the other
order B-A however, the optimization
results in a xA value of 0, suggesting
that no improvement in performance
is possible by connecting segment A
after segment B. The Pr2Y2 value
of segment order A-B is marginally
higher than that for the single seg-
ment B, suggesting that a segment
with fast elution but poor resolution
placed before a more retaining but
better separating segment has a po-
tential to further improve separation performance. Comparing the segment
B and the A-B combination, Y2 shows only a negligible improvement from B
to A-B (Y2 = 0.9912 against 0.9936). The observed improvement in Pr2Y2
values arises due to the increased production rate Pr2 as a result of decreased
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cycle time rendered by adding a slice of segment A. Fig. 6.6 shows the plot
of Pr2Y2 in the 2 parameter space. It can be seen that the optimal values of
objective function for xA in the range 0 - 0.7 are very similar. The change
seen in objective function by adding segment A to the assembly seems in-
significant in this case, however its influence in combination with differences
in selectivities are much more prominent and is analyzed in Case III.
6.3.3 Case III
For the 7 component mixture, initially the influence of order was tested in the
linear range. With the parameters from Table 6.2, simulations were carried
out equating all bi,j =0 (equation (6.2)) for both segment orders. The xA and
Vinj used were fixed to be 0.5 and 0.01 ml respectively. The resulting elution
profiles for both orders are plotted in Fig. 6.7. Clearly the chromatograms
for both segment orders closely coincide, thus any objective function based
on them would result in equivalent values. It has to be noted that taking any
other value of xA would also give a coinciding chromatograms under linear
conditions for both orders.


























Figure 6.7: Linear case: elution profile
of the 7 components in the linear range
for both segment orders, with bi,j = 0
l/g, Vinj = 0.01 ml and xa = 0.5. Other
parameters from Tables 6.2 and 6.3
In order to evaluate the influence
of order in the overloaded regime,
non linearities were incorporated as
described above. Closely examining
the isotherm parameters and separa-
tion factors for the two column seg-
ments (αi,i+1,A and αi,i+1,B), it can
be seen that, as in Case II, segment
A facilitates fast elution at the cost
of poor separation. Whereas seg-
ment B is characterized by relatively
high Henry coefficients, resulting in
slower elution but with appreciable
separation of most of the compo-
nents. It can also be seen that α1,2,B,
α2,3,B and α3,4,B are sufficiently large
compared to the separation factors
of the rest of the pairs, implying a
better separation of components 1,
2 and 3 from its neighbors. The fact that component 1 is the least re-
tained component makes it easier to separate. Hence only the separation
performance of components 2 and 3 were considered in our study (target
components).




Figure 6.8: Case III : Pr2Y2 plot in
Vinj - xA space for both segment or-
ders, other parameters from Tables 6.2
and 6.3
xA−Vinj are shown in Fig. 6.8. The
highest values of Pr2Y2 are seen at
very low injection volumes for both
orders. This is because of the low
separation factors of both segments
( compared to Cases I and II ). Sim-
ilarly, due to the very low separa-
tion factors for segment A (αi,i+1,A <
1.1), its role in the overall sepa-
ration using the assembly reduces,
hence maximum values of the ob-
jective function were found to lie
around very low values of xA. In ad-
dition to that, complete elution of
all 7 component takes longer time
(higher tcyc), thus reducing the pro-
duction rates. The optimized values
of the Pr2Y2 as identified are tabu-
lated in Table 6.7
Analogous to Case II, the poor
selectivities in segment A result
in no separation when used alone
(xA =1). However, using segment
B alone does separate component
2, but with relatively low recovery
yield ( Y2 = 0.6333) as a result of
the close proximity with component
3 ( α2,3,B = 1.1017). Coupling the two segments serially results in a minor
improvement when segment A with a small length (xA = 0.0686) is placed
before segment B. Similar to Case II, the improvement in Pr2 by using ini-
tially a slice of segment A is reflected in Pr2Y2. In the other order however,
the optimal value of xA turned out to be 0, reiterating the fact that order
B-A does not help improve the separation performance. The elution profiles
at the end of both segments for the optimal case A-B given in Table 6.7 are
shown in Fig 6.9
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Table 6.7: Case III, component 2 : Optimal values of Pr2Y2 for the com-
bination and individual segments (xA ∈ {0, 1}), along with the resulting
parameters. Optimized using GA Toolbox (settings from Table 6.4)
Segment Pr2Y2 Vinj xA Pr2 Y2
order [µg/cm2 min] [ml] [-] [µg/cm2 min] [-]
A 0 - 1 0 0
B 90.7383 0.0112 0 143.2845 0.6333
A-B 93.6668 0.0105 0.0686 149.5221 0.6264
B-A 90.7383 0.0112 0 143.2845 0.6333
Segment A [ lA   = 1.372 cm] Segment B [ lB   = 18.628 cm]


































Figure 6.9: Case III : Elution profiles of order A-B for the optimal case
(component 2) in Table 6.7, Vinj = 0.0090 ml, xA = 0.0686 with Pr2Y2 =
93.6668 µg/cm2 min. Parameters from Tables 6.2 and 6.3
The objective function plots for component 3 are shown in Fig. 6.10.
Similarly the highest values of Pr3Y3 are observed at the lowest bound of
Vinj considered. However, the segment order A-B shows a maxima around a
relative length xA = 0.2, suggesting that such an arrangement would result
in a better separation of component 3. The optimal values of Pr3Y3 are
tabulated in Table 6.7.
Compared to component 2, the separation factors between component 3
and its less retained neighbor are much lower (α2,3,B < α1,2,B, Table 6.2),
thus the resulting yield and production rate are reduced. It can be seen that
the Pr3Y3 values for the segment order A-B are in this case again higher than
that of segment B alone. Similarly, the optimal values of xA for separation of
component 3 too turned out to be 0 for the segment order B-A. In comparison
with Pr2Y2, it can be seen that change in Pr3Y3 is significant by placing a
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small segment of A before B in the assembly. The minor change in Pr2Y2
is because of the fact that, component 2 is not very well separated from
component 3 in segment B alone (α2,3,B = 1.1017). Adding segment A to the
assembly further reduces the separation between 2 and 3 (α2,3,A = 1.0870),
increasing peak overlap and reducing yield. Additionally, because of the
relatively better separation between components 2 and 1 in segment B (α1,2,B
= 1.4047), the influence of component 1 is not significant. Thus, a serial
(a) Order A-B
(b) Order B-A
Figure 6.10: Case III : Pr3Y3 plot in
Vinj - xA space for both segment or-
ders, other parameters from Tables 6.2
and 6.3
coupling with xA = 0.0686 (Table
6.8) results in increased production
rate (faster elution) with diminished
yield. The improvement achieved in
Pr2 is compensated with the loss
in yield, resulting in a net non-
significant change in Pr2Y2. In case
of component 3, again it is relatively
well separated from component 4 in
segment B (α3,4,B = 1.2462). Be-
sides, in an assembly with xA =
0.1599, the change in selectivity be-
tween 2 and 3 is small, resulting in
a small change in Y3. But because
of the faster elution achieved, Pr3 is
significantly
Thus it can be summarized that
an initial fast pre-separation using
segment A helps the slower but bet-
ter separation occurring in segment
B. For the sake of illustration, the
elution profiles at the end of each
segments are shown in Fig 6.11 for
the optimal case A-B in Table 6.8.
improved, which results in a better
Pr3Y3.
Table 6.8: Case III , component 3 : Optimal values of Pr3Y3 for the two
segment orders and the resulting parameters, using GA Toolbox (settings
from Table 6.4)
Segment Pr3Y3 Vinj xA Pr3 Y3
order [µg/cm2 min] [ml] [-] [µg/cm2 min] [-]
A 0 - 1 0 0
B 31.7768 0.0090 0 78.8840 0.4028
A-B 51.9097 0.0090 0.1599 107.8390 0.4814
B-A 31.7768 0.0090 0 78.8840 0.4028
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Segment A [ lA   = 3.198 cm] Segment B [ lB   = 16.802 cm]


































Figure 6.11: Case III : Elution profiles of order A-B for the optimal case
(component 3) in Table 6.8, Vinj = 0.0090 ml, xA = 0.1599 with Pr3Y3 =
51.9097 µg/cm2 min. Parameters from Tables 6.2 and 6.3
6.4 Mixed mode operation
So far in this study, the two different stationary phases were coupled directly
to isolate the target component. Another possibility is to use them in a mixed
manner, i.e by mechanically mixing the stationary phases with a fixed mixing
ratio in a single segment. Again , there have been some efforts to realize such
a concept in the analytical separation of enantiomers using chiral stationary
phases (CSP). For instance, Zhang and Francotte [117] used mixed cellulose
based CSPs (coated on silica gel) to separate an array of racemates. They
also found that in such a configuration, the effective Henry coefficients of a
component on mixed stationary phases was as a linear relationship between
the mix ratio and the Henry coefficients corresponding to individual station-
ary phases. Provided the same relationship hold in non-linear regime, the
effective solidphase loading (qeff,i) for such a mixed configuration with two
stationary phases (A and B) can be written as :
qeff,i = yAqi,A + (1− yA)qi,B (6.5)
with yA representing the mix ratio of the reference stationary phase A. When
yA tends to zero, the stationary phase is almost entirely composed of station-
ary phase B and for a yA = 1, the mixed configuration is entirely A.
With this relationship in hand, the most promising case exhibiting selec-
tivity differences (Case I ) was used to find a maximum value for Pr2Y2 . For
calculating individual stationary phase loadings (qi,j), the ai,j and bi,j val-
ues for Case I were taken from table 6.1. Analogous to the serially coupled
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configuration, the mix ratios yA and the injected volume Vinj were varied to
optimize Pr2Y2 using Genetic Algorithm (with other parameters from tables
6.3 and 6.4 respectively).











Objective function : Pr2*Y2
 
 



















Figure 6.12: Mixed mode with Case I :
Pr2Y2 plot in the Vinj - yA space with
maximum Pr2 = 6506.58 µg/cm
2min
and Y2 = 0.9437. Other parameters
from tables 6.3 and 6.4).
Figure 6.12 shows the plot of
Pr2Y2 in the Vinj - yA space. Sim-
ilar to the serial coupling case, us-
ing stationary phase A (yA=1) or
B (yA=0) alone leads to insufficient
separation. The maximum value
of Pr2Y2 (6140.5 µg/cm
2min) was
found for yA = 0.4008 and Vinj =
0.0856 ml. This optimal objective
function value for mixed mode is
slightly more (above 5%) than that
obtained for the A-B serial coupling
configuration (given in table 6.5),
demonstrating that a mixed configu-
ration has a potential to outperform
the serial coupling mode in terms of
the performance parameters consid-
ered. This observation holds as long
as the effective equilibrium relationship given by equation 6.5 holds. In case
of the serial coupling configuration, the first segment isolates first or the last
component to a great extent initially, this separation is then compromised
to a certain extent in the second segment. By using the above mentioned
mixed configuration, such a scenario can be avoided, improving the produc-
tion rate. Thus, an integrated approach to the problem has a potential to
facilitate better separation performance.
6.5 Role of selectivity reversals
The isotherm parameters considered so far exhibited no selectivity reversals,
i.e. in both segments considered, the elution order remains unchanged. How-
ever in reality, a drastic change in elution order with the change of stationary
phase is not entirely uncommon. A lot of examples can be found in the an-
alytical separations [118, 119, 50]. To envisage the influence of selectivity
reversals, two sub cases (of Case I ) were considered.
• Case I-A : Minor selectivity reversal towards lower retention in segment
A
• Case I-B : Minor selectivity reversal towards higher retention in seg-
ment B
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In Case I-A , the target component elutes slightly before the first com-
ponent in segment A. Whereas in segment B, the third component elutes
slightly ahead of the target component. The isotherm parameters perturbed
in this fashion are tabulated in table 6.9.
Table 6.9: Isotherm parameters for minor selectivity reversals
Isotherm First Second Third Separation
parameters component component component factors
i = 1 i = 2 (target) i = 3
Case I-A : Minor selectivity reversal towards lower retention in segment A
ai,A 5.5555 5.0000 10.0000 α1,2,A=0.9, α2,3,A=2.0
ai,B 2.5000 5.0000 5.5000 α1,2,B=2.0, α2,3,B=1.1
Case I-B : Minor selectivity reversal towards higher retention in segment B
ai,A 4.5454 5.0000 10.0000 α1,2,A=1.1, α2,3,A=2.0
ai,B 2.5000 5.0000 4.5000 α1,2,B=2.0, α2,3,B=0.9
For the two scenarios considered, the Pr2Y2 values were calculated for
serial coupling (A-B) and mixed mode configurations in the two dimensional
space, this is illustrated in figure 6.13. As a result of change in elution orders,
the maximum values of Pr2Y2 exhibited a marked reduction in comparison to
those obtained for the original data set (given in table 6.5 and figure 6.12).
The maxima for Case I-A seems to appear around an xA value of 0.23 in
case of serial coupling (figure 6.13a) and yA value of 0.33 for the mixed mode
(figure 6.13b). This illustrates that in this case, due to the selectivity reversal
of the target component towards lesser retention in segment A, the use of
segment A is favored to a lower extent. Similarly for Case I-B , the reversal
occurs in segment B, resulting in a decreased use of segment B for optimal
separation of the target (xA = 0.41 in figure 6.13c against 0.31 in table 6.5
and yA = 0.476 in figure 6.13d against 0.4 in figure6.12). It is also worth
noting that, the separation performance would further be diminished if both
segments exhibit selectivity reversals of the form described above.
In extreme cases of reversals, i.e. when the target in either of the segments
is well separated and appears as the first or last component in the elution,
then clearly, that single segment alone could be used for the best separation
performance. For the sake of illustration, a version of this extreme but plau-
sible case is depicted in figure 6.14. The elution order is drastically changed
in segment A alone (α1,2,A=0.7). As a result, the target component elutes
first and is well separated from its more retaining neighbor. Irrespective of
the configuration used, this extreme reversal obviously results in a maxi-
mum Pr2Y2 value using segment A alone (xA =1 and yA = 1 in figures 6.14a
and 6.14b). However in both modes, there exist a sub optimal local Pr2Y2
maximum for very low xA or yA values.
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Figure 6.13: Influence of selectivity reversals: (a)Case I-A : serial coupling
A-B (b)Case I-A : mixed mode (c)Case I-B : serial coupling A-B (d)Case
I-B : mixed mode
In short, presence of selectivity reversals can adversely effect the use of
multiple stationary phases in serially coupled or mixed mode configurations
to isolate an intermediately eluting target component. This however depends
on the degree of selectivity reversals, in extreme cases that aid separation
(resulting in target eluting as first or last component), the single segment
separation alone could be used.
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Figure 6.14: Example of extreme selectivity reversal: (a) serial coupling A-B
(b) mixed mode. For a2,A, a2,B = 5, α1,2,A=0.7, α2,3,A=2.0, α1,2,B=2.0 and
α2,3,B=1.1
6.6 Conclusions
In this chapter, two different configurations involving multiple stationary
phases were evaluated for preparative separation of an intermediately elut-
ing component from a multi-component mixture. Using the two segments in
series to separate a ternary and a seven component mixture, the influences
of segment lengths, their order of arrangement and the volume of sample
injected were analyzed. Similarly, the influences of mix ratio were analyzed
for a mixed mode configuration. An objective function incorporating both
production rates and recovery yield was used to compare separations belong-
ing to two typical scenarios characterized by retention time and separation
factor differences in the two stationary phases considered.
Serial coupling of segments with different stationary phases was found
to be beneficial when the target nearly co-elute with different neighbors in
different segments. Owing to the underlying non-linearities of the adsorp-
tion isotherms, the order of coupling was seen to have a significant impact
on the preparative separation performance. In addition, the optimal rela-
tive lengths of segments differed from that for an analytical separation. The
segment where the target co-elutes with the less retained neighboring compo-
nent, when placed before the segment with opposite behavior, yielded notice-
ably higher separation performance. Besides, exploiting the retention time
differences, a segment which facilitates fast separation when placed before a
segment characterized by slow elution but better separation, showed potential
improvement in separation. The improvement in separation by using com-
bination of the two concepts was demonstrated also for the isolation of the
second and third eluting components of a model mixture of seven substances
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studied earlier under linear (analytical) conditions. The integrated approach
by mechanically mixing the stationary phases showed promising improve-
ments in the separation performance. These observations with respect to a
preparative separation can be applied to any multicolumn chromatographic
system reflecting the specific adsorption isotherm behaviors discussed, irre-
spective of the underlying retention mechanisms. However, their application
makes sense as long as any selectivity reversals if at all present are marginal.
In the two scenarios studied exploiting the retention time and selectivity
differences, it was found that an easy separation step carried out before
a more difficult one helps to improve the overall separation performance.
Unlike in conventional solvent gradient operation, using multiple stationary
phases with a unique mobile phase reduces the additional time required for
column regeneration.
In the next chapter, the general trends observed from the theoretical
investigation of the serial coupling concept are demonstrated experimentally




illustration of theoretical tools
7.1 Introduction
A concept of serially coupling multiple stationary phases for chromatographic
separations was analyzed theoretically for preparative applications in the last
chapter. The influence of the order and the relative length of each segments
on the separation performance was studied theoretically for a system exhibit-
ing selectivity differences.
The main aim of this chapter was to experimentally illustrate and quan-
tify the theoretical results obtained in the previous chapter. Using a test
system with two stationary phases and three components, general trends in-
volved in such serial couplings were validated. Using fundamental adsorption
isotherm parameters, an optimization study was carried out to elucidate the
influences on key performance parameters introduced in the last chapter.
7.2 Experimental system
A brief summary of the samples, equipment, stationary and mobile phases
used is given in this section.
The ternary system used consisted of two cycloketones, Cyclohexanone
(C6) and Cycloheptanaone (C7) and Phenol (Ph). All the three components
were of synthesis grade purity, purchased from Merck, Darmstadt, Germany.
The mobile phase was composed of 30% HPLC grade Methanol (Fisher,
Loughborough, UK) and 70% de-ionized water purified using a Milli-Q sys-
tem (Millipore, Bedford, MA, USA).
Two sets of chromatographic columns were used for the experiments. The
first set consisted of a Zorbax Eclipse XDB-C18 column and a Zorbax Bonus-
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RP column. Both columns (dimensions 250x4.6 mm with 5 µm particles)
were purchased from Agilent technologies, Pao Alto, CA, USA. The former
consists of a stationary phase entirely made of octadecyl silica (C18). On the
other hand, the alkyl group in Bonus-RP column is made of a C14 chain with
an embedded amide linkage. Further in this thesis, such alkyl-silica bonded
phases with a polar amide group are referred to as EPS (enhanced polar
stationary phase). These long columns were used to measure the adsorption
isotherm parameters.
The second set of segments were taken from the so called POPLC kit
(Bischoff Chromatography, Leonberg, Germany). The kit consisted of five
different stationary phases, each with different segments with varying lengths
(1,2,4,6 and 8 cm respectively with 3mm internal diameter). The main ad-
vantage of these segments is that they could be coupled together serially with
minimal dead volume in between [51]. Only the C18 phase (ProntoSIL 100-
5-C18 SH 2) and the EPS phase (ProntoSIL 100-5-C18 EPS 2) were used for
the validation. Unlike the Zorbax columns, the EPS phase in the POPLC
kit was based on octadecyl silica.
The chromatographic equipment consisted of a Dionex P580 A low pres-
sure gradient pump, a Dionex ASI-100 autosampler and a Dionex UVD
170S/340S UV diode array detector along with Chromeleon Chromatogra-
phy Data System (Dionex Softron, Idstein, Germany). By injecting a tracer
component without any column in between the automatic injector and the
UV detector, the plant dead volume was determined in preliminary tracer
experiments to be 0.1232 ml.
7.3 Demonstration of trends
In order to quantify the impact of coupling segments serially, the ternary
mixture separation was tried on individual segments. The longest available
segments (8cm) of C18 and EPS were used to separate the C6, Ph and C7
mixture. Feed mixtures with nearly same concentrations for all components
(Cinj,C6 = 20.07, Cinj,Ph = 19.75 and Cinj,C7 = 20.42 mg/ml respectively)
were injected at a set flow rate of 0.5 ml/min. Figure 7.1 shows the resulting
chromatograms of two injections (linear and overloaded) carried out on C18
and EPS segments. It can be seen that the C18-EPS system closely resem-
bles the ternary mixture exhibiting selectivity differences introduced in the
previous chapter (figure 6.2a). In the analytical separation (Vinj=2 µl), C18
fails to resolve the first and second eluting component. On the contrary, all
three components can be resolved using the EPS segment alone. The sce-
nario changes when the columns are overloaded (Vinj=30 µl) and result in
insufficient separation with both segments.
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C18[8cm] Vinj = 02 µl
C18[8cm] Vinj = 30 µl
(a) C18 [8cm]

















EPS[8cm] Vinj = 02 µl
EPS[8cm] Vinj = 30 µl
(b) EPS [8cm]
Figure 7.1: Separation of a small (Vinj=2µl, black lines) and overloaded
(Vinj=30µl, gray lines) injection sample using C18 and EPS segments
Based on the result above, the two segments were coupled serially in 3
different combinations. The lengths of each segments considered were 3,4 and
5 cm with total length always adding up to 8 cm. Both linear and overloaded
separation were carried out with all these combinations along with changing
orders (C18-EPS and EPS-C18). Corresponding results are shown in figure
7.2.
Starting with a C18 segment of 3cm (figure 7.2a), increasing the relative
length of C18 shifts the intermediately eluting component towards lower re-
tention times. This is evident in both injection cases. A good separation of
the components is achieved for the combination with 5 cm C18 and 3 cm
EPS segments (figure 7.2c). It can also be noted that there are significant
changes in the preparative elution profiles (Vinj=30µl) with change in the
segment order. Such differences in the overloaded profiles can be seen for all
the three combinations. On the other hand, segment order seems to hardly
influence the linear profiles (Vinj=2µl), confirming similar results found in
the previous chapter theoretically.
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C18 [3cm] + EPS [5cm]
 
 
C18[3cm]+EPS[5cm] Vinj = 02 µl
C18[3cm]+EPS[5cm] Vinj = 30 µl
EPS[5cm]+C18[3cm] Vinj = 02 µl
EPS[5cm]+C18[3cm] Vinj = 30 µl
(a) C18 [3cm] + EPS [5cm]














C18 [4cm] + EPS [4cm]
 
 
C18[4cm]+EPS[4cm] Vinj = 02 µl
C18[4cm]+EPS[4cm] Vinj = 30 µl
EPS[4cm]+C18[4cm] Vinj = 02 µl
EPS[4cm]+C18[4cm] Vinj = 30 µl
(b) C18 [4cm] + EPS [4cm]














C18 [5cm] + EPS [3cm]
 
 
C18[5cm]+EPS[3cm] Vinj = 02 µl
C18[5cm]+EPS[3cm] Vinj = 30 µl
EPS[3cm]+C18[5cm] Vinj = 02 µl
EPS[3cm]+C18[5cm] Vinj = 30 µl
(c) C18 [5cm] + EPS [3cm]
Figure 7.2: Separation of a small (Vinj=2 µl, black lines) and overloaded
(Vinj=30 µl, gray lines) injection sample using C18 and EPS segments. Solid
lines: segment order C18-EPS, dashed lines: segment order EPS-C18. Total
segment length = 8 cm.
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7.4 Quantitative analysis
The trends seen in the described experiments were quantified by measuring
adsorption isotherms for the ternary system and optimizing subsequently
the injection volume and the relative lengths were optimized for maximum
productivity-yield of Phenol.
7.4.1 Adsorption isotherms
In order to measure the adsorption isotherms of the components, the longer
Zorbax columns were used with a mobile phase flowrate of 0.5 ml/min. Ini-
tially, the dead volumes of the columns were estimated by injecting a small
amount of Dihydroxyacetone. Thereafter, the total porosity of the columns
were calculated from the resulting dead times (equation 3.16). The retention
times of the three components in the two columns were similarly measured
by injecting an infinitismal amount of each substance. Analogous to equation
3.15, the first absolute moment of the resulting near symmetric peaks were
taken as the corresponding retention times (tr,i). The Henry coefficient of









where tdead represents the corresponding plant dead time. Additionally, the
plate numbers of each components were estimated in the two columns ac-
cording to equation 3.18. The results are tabulated in table 7.1
The competitive Langmuir adsorption isotherms (equation 3.27) were
chosen to model the equilibrium relationships. The inverse method intro-
duced in section 3.2.3.4 was used to determine the parameters of the isotherm
model. The objective function given by equation 3.33 was slightly modified in
this case. Instead of the individual concentration profiles of each components,
the total detector response (S) was used to compare the experimental and
simulated profiles. Additionally, the parameter bi for each component was
replaced by a single saturation capacity (qsat, equation 3.22). Thus, for the
given ternary system with any of the two stationary phases, the minimization
problem reduces to fitting four parameters, namely the Henry coefficients (ai,






subject to the model equations 3.10, the inlet condition 3.5, bounds on the
variables and equilibrium relationships given by equations 3.27 and 3.22.
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Table 7.1: Retention parameters of C6, Ph and C7 from single component
injections on C18 and EPS stationary phases at V˙f=0.5 ml/min
Column Zorbax Zorbax
Eclipse C18 XDB (C18) Bonus-RP (EPS)
L [cm] 25 25
dc [cm] 0.46 0.46
t0 [min] 4.85 4.98
 [min] 0.5447 0.5616
C6 20.96 16.09
tr,i [min] Ph 23.96 28.82
C7 42.58 28.89
C6 4.1863 3.009
ai Ph 4.9683 6.4592
C7 9.8569 6.4698
C6 9484 8429





A noticeable aspect of the problem formulation of the type given by equa-
tion 7.2 is that, calibration factors corresponding to the detector response are
needed for each component to generate the simulated response (Ssim). These
linear factors for each components were determined using again pulse injec-
tions. More details on the calibration factors and linearity of the response
can be found in Appendix A. The reference data (Sexp) needed for the inverse
method were generated by injecting the ternary mixture with a preset injec-
tion amount well within the detector linearity range. With the experimental
profiles thus generated, the minimization problem (equation 7.2) was solved
using ’fmincon’ optimization routine in MATLAB.
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Figure 7.3: Breakthrough curve for C6
to determine initial values of qsat
Table 7.2: Saturation
capacity (qsat) estimates
[mg/ml] for initial values





However, the minimization problem of the type given above requires good
starting values. The individual Henry coefficients found (ai values in table
7.1) were used as the corresponding initial guesses for the competitive case.
For qsat values, breakthrough experiments were carried out for each com-
ponent. For example, figure 7.3 shows one such a breakthrough curve for
C6. From the resulting retention time of the shock front, the corresponding
∆qi/∆Ci values can be deduced (see equation 3.23). With an empty col-
umn to begin with and a known injection concentration, good estimates of
qsat can be found this way. The saturation capacity estimates thus found are
tabulated in table 7.2 for the two Zorbax columns. Their average values were
taken as initial guesses for qsat (61.60 mg/ml for C18 and 142.91 mg/ml for
EPS).
Figure 7.4 shows the fitted experimental and simulated profiles for Zorbax
C18 and EPS columns with the respective injection amounts. The column
parameters (dimensions, total porosity, average plate numbers etc.) for the
simulation were taken from table 7.1. Given the selectivity and retention
differences (see table 7.1), C6 and Ph elute close together in C18 with C7
well separated. In the EPS column however, C6 with a lower retention time
is well separated from the co-eluting pairs of Ph and C7. The quality of fit is
relatively good for the C18 column except for a slight overshoot for C6 and
an undershoot for Ph in the simulated profiles. In case of the EPS column
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(a) Zorbax C18. Injection mixture : 40µl of C6 (24.10 mg/ml), Ph (25.31) and C7 (24.26
mg/ml)





















(b) Zorbax EPS. Injection mixture : 60µl of C6 (20.07 mg/ml), Ph (19.75) and C7 (20.42
mg/ml)
Figure 7.4: Evaluation of isotherm parameters by inverse method: fit of ex-
perimental and simulated detector response for a flowrate of V˙f=0.5 ml/min
data, the discrepancy in simulated and experimental profiles are rather large
for C6 part of the profile. Additionally, a displacement like effect seen exper-
imentally on the sharp front of the Ph-C7 co-eluting pair is not captured by
the method used. The resulting fitted parameters are tabulated in table 7.3.
In comparison with the initial ai values of the C18 column considered for
the fit from table 7.1, the corresponding fitted values do not show any major
change. Besides, the predicted saturation capacity for C18 columns also lies
very close to the initial guess. Suggesting that for relatively small injection
volumes, single component adsorption isotherms would suffice to describe
the multi-component ones. This however is not seen for the EPS column.
The predicted qsat value is significantly higher than the initial average used,
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which renders the resulting chromatograms more towards linear regime. This
is evident from the more symmetric peak of C6 in figure 7.4b. The Henry
coefficients corresponding to the multi-component isotherms are again not
significantly influenced.
The discrepancies seen in the experimental and simulated profiles of the
EPS column could be a direct result of some phenomena far more complex
than those assumed for the Langmuir model. Another possible source for
inaccuracy (particularly in C18 column) could be due to the inaccuracies
involved in the solution method of the ED model adopted (see section 3.3).
Table 7.3: Parameters determined by the inverse method, corresponding to









7.4.2 Application of adsorption isotherm parameters
to determine sensitivity to non-linearities
The Henry coefficients determined in the previous section were used as a
basis for studying the sensitivity of the relative segment length (xC18) and
the segment order to the non-linearity of the isotherm parameters. Using the
ai values from table 7.1, the saturation capacities (qsat) were varied from a
value of 25 mg/ml (highly non-linear) to 500 mg/ml (moderately non-linear)
for C18 and EPS segments. The dimensions (dc= 0.3 cm, variable length) and
porosities (C18 = 0.6795 and EPS = 0.6576) of the smaller segments were
used to optimize PrPhYPh for each combination of the saturation capacities
for both segment orders C18-EPS and EPS-C18. A feed concentration of
Cinj,i = 20 mg/ml was used for all three components. The extent of non-
linearity can be assessed from the respective chromatogram non-linearity
parameters λ¯i introduced in section 3.2.2 (equation 3.25). In table 7.4, λ¯i
values corresponding to different saturation capacities in consideration are
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tabulated for the two stationary phases. It can be seen that for a qsat value
of 500 mg/ml, the calculated parameters are close to the non-linearity limit
(λ¯i ≥ 0.1→ non-linearity). On the other hand, the λ¯i values corresponding to
saturation capacities of 25 ml/mg results in extreme non-linearity parameters
(7-8 folds with respect to the limiting non-linearity factor). Optimization
Table 7.4: Isotherm parameter bi [ml/mg] and chromatogram non-linearity
parameter (λ¯i) of the ternary system for Cinj,i = 20 mg/ml
C18 EPS
bC6=0.1801 λ¯C6=0.7827 bC6=0.1131 λ¯C6=0.6934
qsat=25 bPh=0.2090 λ¯Ph=0.8070 bPh=0.2645 λ¯Ph=0.8410
bC7=0.4020 λ¯C7=0.8894 bC7=0.2675 λ¯C7= 0.8425
bC6=0.0901 λ¯C6=0.6430 bC6=0.0566 λ¯C6=0.5307
qsat=50 bPh=0.1045 λ¯Ph=0.6764 bPh=0.1323 λ¯Ph=0.7257
bC7=0.2010 λ¯C7=0.8008 bC7=0.1338 λ¯C7=0.7279
bC6=0.0450 λ¯C6=0.4739 bC6=0.0283 λ¯C6=0.3612
qsat=100 bPh=0.0523 λ¯Ph=0.5111 bPh=0.0661 λ¯Ph=0.5695
bC7=0.1005 λ¯C7=0.6678 bC7=0.0669 λ¯C7=0.5722
bC6=0.0225 λ¯C6=0.3105 bC6=0.0141 λ¯C6=0.2204
qsat=200 bPh=0.0261 λ¯Ph=0.3432 bPh=0.0331 λ¯Ph=0.3981
bC7=0.0502 λ¯C7=0.5012 bC7=0.0334 λ¯C7=0.4008
bC6=0.0090 λ¯C6=0.1526 bC6=0.0057 λ¯C6=0.1016
qsat=500 bPh=0.0105 λ¯Ph=0.1729 bPh=0.0132 λ¯Ph=0.2092
bC7=0.0201 λ¯C7=0.2867 bC7=0.0134 λ¯C7=0.2111
strategy explained in section 6.2.3 was used again here to maximize PrPhYPh.
The results are tabulated in table 7.5.
In the C18 segment, the isotherm parameters are characterized by longer
retention and better C6-Ph separation (αPh,C6 = 1.19). Whereas faster elu-
tion in EPS segment comes at the cost of nearly inseparable Ph-C7 pair
(αC7,Ph = 1.00). The highest PrPhYPh value is seen for the moderately
non-linear case (qsat,C18=qsat,EPS=500 mg/ml). Additionally, the objective
function increases with increasing qsat (decreasing non-linearity in the given
case). Trivially, moving away from extreme non-linear effects translates to
lesser chromatogram overlap, thus resulting in higher yield of the target.
An important observation to be made here is that the optimal relative
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length of C18 (xC18) seem to depend only on the ratios of qsat than their
magnitudes. The cells corresponding to the first four rows and four columns
in table 7.5 represents the qsat combinations of 25, 50, 100 and 200 mg/ml.
The tri-diagonal elements in this section (light gray, the middle and dark
gray cells) represents configurations with fixed qsat ratios (2, 1 and 0.5 re-
spectively). The resulting optimal xC18 values corresponding to these cells
seem to be consistent along the diagonals. This suggests that for the set of
components with the kind of retention and selectivities considered, the opti-
mal segment length ratio corresponding to the PrPhYPh maximum depends
greatly on the relative differences in segment non-linearities.
On the other hand, the segment order C18-EPS seem to dominate under
the given separation factors in most of the cases. This in a way is related
to the results found in section 6.3.1 (table 6.5), i.e. the improvement in the
objective function noticed when the target in first segments co-elutes with
its least retained neighbor. This dominance however is not seen in all cases
(e.g. qsat,EPS=500). This reverse order optima (EPS-C18) may be related to
the faster retention and low non-linearity offered by the EPS segment.
7.5 Conclusions
It was attempted to identify a suitable experimental test system in order
to elucidate the influence of using multiple stationary phases for prepara-
tive isolation of a target component from a multi-component mixture. The
ternary system consisted of Cyclohexanone (C6), Phenol (Ph) and Cyclo-
heptanone (C7). In all cases, a mobile phase composed of Methanol-Water
(ratio 30-70) was used in combination with the classical C18 RP stationary
phase and a similar alkyl-silica based phase consisting of an embedded amide
group (EPS).
Basic trends seen from the theoretical results described in chapter 6 com-
bining different stationary phases were demonstrated experimentally using
the serial coupling concept. Preparative overloaded chromatograms using the
two types of stationary phase showed considerable difference with change in
segment lengths and order. In contrast, corresponding analytical separation
profiles were hardly influenced by segment order.
Preliminary adsorption isotherm data of the components were estimated
for both stationary phases. Using these data, the influence of isotherm non-
linearities on the optimal coupling ratios and order of the preparative iso-
lation of the intermediately eluting Phenol was analyzed. For the system
considered, rather than the non-linearities expressed by columns saturation



































































































































































































































































































































































































































































































































































































































































































































































































































the optimal segment relative lengths. A theoretical analysis predicted that,
with poor selectivity between Ph-C7 pairs in the EPS segment, not many
optimal configurations were found with EPS as the preceeding segment.
Another interesting concept would have been the combination of solvent
and velocity gradients along with serial coupling of stationary phases. Anal-
ysis of such novel but rather sophisticated configurations including an exper-
imental investigation is beyond the scope of this thesis. Using the generic
analysis of the ternary system performed above and the tools developed, this





Preparative chromatographic separation of intermediately eluting compo-
nents from multi-component mixtures are still a challenging task. Optimal
production rates and yields are often insufficient or limited using conven-
tional isocratic batch operations. In order to improve the performance, many
alternate operating modes have been employed successfully by exploiting ad-
ditional degrees of freedom. In this thesis, the potentials of few such config-
urations involving recycling chromatography, solvent gradients and multiple
stationary phases were investigated. The theoretical studies involved were
carried out primarily using ternary mixtures, representing multi-component
separations in a generic way.
The quantitative evaluation of productivity or yield in preparative chro-
matography are critically dependent on the amount of target component
collected, which in turn depend strongly on the fractionation times of the
chromatogram. The focus in chapter 4, was on a general analysis of cut-time
finding strategies for an intermediately eluting target. Two new cut-time
optimization strategies were proposed, the first approach based on a contin-
uous optimization (ContOpt) employed cubic splines to interpolate discrete
chromatograms. The second strategy involved formulated the problem as
a mixed integer non-linear programming problem (MINLP). The accuracy
and efficiency of the two methods were compared with that of an established
method based on evaluating local purities (LocPur). In case of a symmetric
peaks, the LocPur and MINLP formulations yielded the same result, confirm-
ing the general validity of both approaches. In contrast, for complex cases
involving non-linearities, the LocPur method resulted in suboptimal cut-time
values. Irrespective of the drawback, the local purity based method benefits
from its simplicity in implementation, resulting in the rapid estimation of
sufficiently accurate cut-times. The discrete nature of the chromatograms
imparts an equally discrete dependancy of the estimated target mass on the
grid size of the chromatograms. This characteristic is of crucial importance
when gradient based optimizers are used later to maximize objective func-
tions dependent on such cut-times. It was also found that the discontinuous
dependencies can be eliminated to a certain extent by the ContOpt approach.
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A new concept of combining gradient elution and closed-loop recycling
(CLR-G) was introduced in chapter 5. Using the LocPur strategy introduced
in chapter 4, the recovery yield and production rates of the intermediately
eluting component of a ternary mixture were used as performance indices
to compare the new method with conventional batch isocratic, gradient and
isocratic closed-loop recycling (CLR-ISO) methods. By virtue of the recy-
cling principle, larger amount of the target could be isolated using CLR-G
and CLR-ISO schemes, resulting in better performance in comparison with
the batch schemes. The CLR-G scheme also showed a distinct degree of
outperformance over its closest competitor (CLR-ISO) when the separation
factors between the target component and its two neighbors decreased with
decreasing Henry coefficients as a result of increasing elution strength during
the gradient. The improvement exploitable was found to depend strongly on
the critically on the column regeneration time involved.
The study involving mobile phase gradients was followed by investigations
on exploiting the separation potential of using multiple stationary phases. In
chapter 6, the concept of coupling segments with different stationary phases
in series has been extended to preparative separation using a theoretical
study. By employing an objective function incorporating again both pro-
duction rate and yield of intermediately eluting target components, the in-
fluence of segment order, relative lengths and injected sample volume has
been studied. Owing to the underlying non-linearities, the segment order
was found to have a profound influence on the objective function. Serial cou-
pling was found to be particularly beneficial when the target nearly co-eluted
with different neighbors in different segments. Further, placing the segment
where the target co-elutes with the less retained neighbor before the segment
with the opposite behavior, resulted in a noticeably higher separation perfor-
mance. Even higher improvements in the objective functions were predicted
by using an integrated approach of mechanically mixing stationary phases.
The key parameter in such a configuration was the mixing ratio.
An experimental ternary test system consiting of two cycloketones and
phenol was identified, which exhibited selectivity and retention difference on
two alkyl-silica bonded phases. The general trends seen in serial coupling
of stationary phases were demonstrated experimentally in chapter 7. Using
adsorption isotherm data measured for the ternary system, the sensitivity
of optimal relative length of segments on the isotherm non-linearities were
analyzed. Rather than the degree of non-linearity of the isotherms of the
stationary phases itself, their differences were found to influence the optimal
segment orders and length significantly.
Exploring new operational concepts also leaves unanswered questions be-
hind. The optimal cut-time finding algorithms in chapter 4 were evaluated
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considering rather simple chromatograms. In more complex cases however,
chromatograms could also exhibit multiple maxima in terms of local purities
of the target. A wider comparison and development of the cut-time finding
algorithms should consider this aspect. On the other hand, the complex sepa-
ration scheme involving closed-loop recycling and an initial solvent gradient is
open for experimental validation. It would also be worthwhile to investigate
in future the preparative separation potential of a combined operational mode
involving solvent and velocity gradients in addition to the specific degrees of
freedom associated with multiple stationary phases. With this thesis, novel
concepts were brought out for improved isolation of target components from




Detector calibration and peak de-
convolution
A.1 Detector calibration
Many isotherm determination methods including the inverse method and the
frontal analysis require calibration factors. They are nothing but functional
relationships between the detector response and the concentration of one
or more substances in the detector flow cell. The relationship Ci = f(S)
although can any take form including non-linear ones, in this thesis, only
linear relationships of the form [5]
Ci = kf,λ,iSλ (A.1)
are considered. In the above equation, kf,λ,i represents the calibration factor
of a component i at a wavelength λ.
A.2 Finding calibration factors
Given this linear relationship holds, the kf,i,λ values are found from pulse
injections of the individual components for each wavelengths. For example,
figure A.1 shows detector responses at 287.4 and 302.6 nm for cyclohexanone
(C6), phenol (Ph) and cycloheptanone (C7) pulse injections on the EPS





where V˙f is the mobile phase flow rate. And Aλ,i, the peak area (of detector




Sλ · t (A.3)
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The linearity of the calibration found by equation A.2 can be checked
by injecting the substance in incremental amounts and plotting the resulting
peak area. Figure A.2 shows one such linearity plot (minj vs Ai,λ) for C6,
Ph and C7. Out of the four wavelengths shown, the calibration factors are
linear over the whole range for C7. Whereas for C6, wavelength 285.5 nm
and 289.3nm are partially linear (upto minj =4 mg). The response for phenol
on the other hand is linear for the given wavelengths above 289.3 nm.










































































Figure A.1: Single component pulse injection responses for calculating kf,i
on EPS column



























































Figure A.2: Calibration curves at different wavelengths
A.3 Peak deconvolution
Examples in the previous section illustrate the fact that, under certain wave-
lengths, it is possible to disregard the response of one or more components.
Given such a situation, selective component visibility or invisibility could be
exploited to extract the individual concentration profiles of the components
from the total detector signal.
Figure A.1 also shows the Ai,λ values calculated (equation A.3) for λ =
287.4 and 302.6 nm respectively for C6, Ph and C7. It is important to note
that phenol (Ph) has a very low detector response at λ = 302.6 nm. This is
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characterized by a APh,302.6 value of 4.15 [min.mAU] against its peak area at
287.4 nm (466.62 [min.mAU]). Since phenol elutes in between (C6 & C7) and
as long as C6 and C7 do not overlap, this low detector response characteristic
of Ph can be exploited to deconvolute the multi-component response.
Once the calibration factors kf,i,λ are known for each components at the
two different λs, a pre-determined volume of multi-component mixture with
known concentration∗ can be injected to yield a multi-component response.
Figure A.3a shows one such response for a 60 µl injection at λ = 287.4 and
302.6 nm. The first well separated peak is the component C6 (appearing
between 13 and 18 min). Whereas phenol and C7 peaks overlap entirely.
Hence, calculation of the concentration vs time data for C6 is straight forward
from the linear relationship given by equation A.1. Either of the kf,i,λ values
could be used in this regard. The concentration profiles of Ph and C6 on the
otherhand has to be calculated indirectly. Based on the fact that phenol is
nearly invisible at 302.6 nm, CC7 can be calculated by :
CC7 = kf,C7,302.6 · S302.6 (A.4)
This newly found C7 profile could be used to calculate its contribution to
signal at 287.4 nm (given by CC7/kf,C7,287.4). This value could in turn be
subtracted from the total detector response at the same wavelength to deduce
the response generated by phenol, which can then be used to calculate CPh.
This step is given as :






The resulting deconvoluted concentration profiles for the example shown
in figures A.1 and A.3a is given in figure A.3b.
∗Injected volume and concentrations has to be carefully chosen such that, the detector
response is always in the linear range
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Multi−comp injection : C6(20.07) + Ph(19.75) + C7(20.42) [mg/ml], vinj = 60µl
(a) Detector response



















(b) Deconvoluted concentration profiles
Figure A.3: An example of deconvolution of concentration profiles (three
components) from total detector response
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